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CONSTRUCTION PLAN SYMBOLS AB. ANCHOR BOLT LC. ISOLATED GROUND A.  ALL CONTRACTORS SHALL VISIT THE PROJECT SITE AND FAMILIARIZE THEMSELVES WITH ALL BUILDING AND COVER  COVER A S S 0 c I A T E S
QCFTF ﬁggﬁg&% SlEEIéLlFI\II—% g'lzLE :H%L {H%JLR/:AT/QFION WORKING CONDITIONS BEFORE SUBMITTING A BID. INFO-1 DRAWING LIST, GENERAL NOTES, ABBREVIATIONS, GRAPHICS LEGEND, & SITE LOCATION MAP
ROOM ROOM NAME SIS .
AND NUMBER QEU%R- ﬁﬁﬁﬁf@m N NVERIOR B. ALL CONTRACTORS TO BE RESFONSIBLE FOR KEEPING AREAS ADJACENT TO WORK AREA CLEAN AND FREE ARCHITECTURAL: A R H I T T U R
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E AP ACCES PANEL J.O.W. JAMB OFENING WIDTH A-100 FIRST AND SECOND FLOOR KEYPLANS I N T R I R
ARCH.  ARCHITECTURAL JT. JOINT C. ALLSURFACES DISTURBED BY DEMOLITION & NEW CONSTRUCTION OPERATIONS SHALL BE PATCHED & A-101 PARTIAL FIRST AND SECOND CONSTRUCTION PLANS, DOOR SCHEDULE, ELEVATIONS, DETAILS, AND NOTES
@ WINDOW TYPE AS. ALUMINUM SADDLE JST. JoisT REPAIRED TO MATCH & BLEND W/ EXISTING ADJACENT SURFACES UNLESS NOTED OTHERWISE. A-201  PARTIAL FIRST AND SECOND FLOOR REFLECTED CEILING PLANS, DETAILS, AND NOTES
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BD. BOARD LAM. LAMINATE DRAWINGS AND/OR PRIOR TO PERFORMING ALL WORK REQUIRED AS SHOWN ON THESE DRAWINGS. ALL PLUMBING: 271 Fairfield Avenue
WALL TYPE DESIGNATION BIT. BITUMINOUS LAV. LAVATORY DISCREPANCIES THAT MAY IMPEDE THE FINISHED PRODUCT OF THIS CONTRACT SHALL BE DISCUSSED WITH - Bridgeport, Connecticut 06604
BLDG. BUILDING LC.C. LEAD COATED COFFER THE ARCHITECT BEFORE PROCEEDING WITH WORK. P-1 PARTIAL FIRST AND PARTIAL SECOND FLOOR PLUMBING PLANS Tel: (203) 377-1300
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REFERENCE POINT : P AS REQUIRED. MECHANICAL:
BOT. BOTTOM LT. LIGHT _— These documents have been prepared
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C CLEAN, CLOSER MH. MANHOLE G. ALL CONTRACTORS SHALL OBTAIN AND PAY FOR ANY PERMITS REQUIRED FOR HIS DISCIPLINE. ELECTRICAL: —
CAB. CABINET MIN. MINIMUM :
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- Phase 2 work will be stair access only. There is no elevator in building. EE = = = — + INTERIORS
- There will be limited to no storage available inside the building. | COPYRIGHT 2024 Y.

ANTINOZZI ASSOCIATES, P.C.
ﬂ 271 Fairfield Avenue

- Bridgeport, Connecticut 06604
< Tel: (203) 377-1300
Fax: (203) 378-3002 www.antinozzicom

These documents have been prepared
specifically for this project. Reproduction or

/\ ﬂ other use of these documents is prohibited

without the approval of the Architect.
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S — - AL LEGEND ‘ ARCHITECTURE

-
|
R + INTERIORS
L TZIZIIIZZIIZ EXISTING WALL OR OBJECT TO BE DEMOLISHED.
|
-~ EXISTING PARTITION WALL. COPYRIGHT 2024 BY:
ANTINOZZI ASSOCIATES, P.C.
i . / 271 Fairfield Avenue
Bridgeport, Connecticut 06604
Tel: (203) 377-1300
GENERAL DEMOLITIONNOTES Fax: (203) 378-3002  www.antinozzicom
= . A.  THESE NOTES ARE FOR INTENT PURPOSES ONLY. CONTRACTOR. TO BE
pedoaod L RESPONSIBLE FOR REMOVING ALL QUANTITIES OF ALL ITEMS AS REQUIRED TO These documents have been prepared
@_1,[ COMPLETE THIS PROJECT AS SHOWN ON THE CONSTRUCTION DOCUMENTS. specifically for this project. Reproduction or
i other use of these documents is prohibited
= B. ALLSURFACES DISTURBED BY DEMOLITION & NEW CONSTRUCTION OPERATIONS without the approval of the Architect.

SHALL BE PATCHED, REFAIRED AND BLENDED TO MATCHW/ ADJACENT

SURFACES, U.ON. CERTIFICATION:

=TT T T T
= __ __ I

C.  ALLCUTTING, PATCHING & DEMOLITION REQUIRED BY ALL TRADES FOR THIS
PROJECT INNEW AND EXISTING AREAS SHALL BE PERFORMED BY THE
CONTRACTOR.

D. DISCONNECT OR DISABLE ALL AFFECTED UTILITIES PRIOR TO COMMENCING WORK.
ALL ABANDONED UTILITY LINES (FLUMBING, ELECTRICAL, DATA, ALARM) SHALL BE
CUT & CAPFPED BELOW FLOOR LINE OR BEHIND WALL LINE. FLOOR OR WALL SHALL
BE FINISHED TO MATCH EXISTING ADJACENT SURFACES.

E.  ANY UNUSED ELECTRICAL, SECURITY, OR OTHER SUCH JUNCTION BOXES OR
CONTROL PANELS SHALL BE REMOVED. CONSULTANT:

F.  CONTRACTOR TO CONFIRM STAGING AREAS WITH OWNER TO MINIMIZE THE
______ DISTURBANCE OF DAILY BUILDING OFPERATIONS AND TO PROTECT EXISTING SITE
—————===T ELEMENTS (FAVEMENT, SIDEWALKS, LANDSCAFING, ETC.) FROM DAMAGE.

G. SEE MECHANICAL DRAWINGS FOR EXTENT OF MECHANICAL DEMOLITION.

H. SEE ELECTRICAL DRAWINGS FOR EXTENT OF ELECTRICAL DEMOLITION.

I SEE PLUMBING DRAWINGS FOR EXTENT OF PLUMBING DEMOLITION.

REVISIONS:

A DATE DESCRIPTION

= i Ll DEMOLITIONNOTES
SHOWN AS: (p—w

1 REMOVE EXISTING BLOCK WALL

2 REMOVE EXISTING ACOUSTIC CEILING TILES/GYPSUM BOARD, GRID, LIGHTING,
AND ASSOCIATED COMPONENTS.

@ 3 REMOVE EXISTING DOOR, FRAME & HARDWARE

== 4  REMOVE EXISTING PLUMBING FIXTURES - SEE PLUMBING DRAWINGS FOR
b d DEMOLITIONNOTES

REMOVE ALL EXISTING TOILET ROOM ACCESSORIES.

6 REMOVE EXISTING FLOOR FINISHES DOWN TO EXISTING CONCRETE SLAB .
PREFP/REFAIR AS REQUIRED FOR INSTALLATION OF NEW FLOORING.

PARTIAL FIRST FLOOR DEMOLITION PLAN
B SCALE: 1/4"=1-0" 7
& REMOVE PORTION OF EXISTING WALL. REFER TO A-101 FOR EXTENT OF REMOVAL.

REMOVE EXISTING LOCKERS

, | 9 REMOVE EXISTING WALL TILE PREP/REPAIR AS REQUIRED TO RECEIVE NEW WALL
[k . FINISH.

10 REMOVE EXISTING MILLWORK BATHROOM YANITY
11 REMOVE EXISTING MILLWORK SHELVING

10 SAW CUT, REMOYE AND REFAIR PORTION OF FLOOR SLAB FOR NEW

P/A\RTIAL SECOND FLOOR DEMOL'T'ON PLAN UNDERGROUND FIFING & FLOOR DRAINS. COORDINATE WITHM.E.P.

B DRAWINGS.
SCALE: 174" =1-0"

11 SAW CUT, REMOVE AND REFAIR FORTION OF MASONRY WALL FOR
NEW PLUMBING FIFES. COORDINATE WITH M.E.F. DRAWINGS.

140 REEF ROAD

FIRE STATION 1 TOILET ROOM RENOVATIONS
FAIRFIELD, CONNECTICUT
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DRAWING TITLE:

PARTIAL FIRST AND SECOND
FLOOR DEMOLITION PLANS
AND NOTES

SCALE: DRAWN BY: REVIEWED BY:
AS NOTED AAC PAL

DRAWING NO.

D-101
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ANTINOZZI
ASSOCIATES

DOOR SCHEDULE —— & ' ‘ ARCHITECTURE
7 ROOM WALL LEGEND
DOOR FRAME HARDWARE __ R : —
SIZES FIRECODE ADA REQ'MNTS ABBREVIATIONS i ALLMETAL STUDS SHALL BE 25 GA. (MIN.) GALVANIZED STEEL AT 16" O.C. + I N T E R I 0 R S
P PANT ALLNEW WALLS TYPE "1" UNLESS OTHERWISE NOTED.
T EX  EXISTING '
O EXISTING PARTITION COPYRIGHT 2024 BY:
= = STAN ANTINOZZI ASSOCIATES, P.C.
< 1l D I\A > T o
A (Ujl A | E ) \C_) @) F EACTORY FINISH f_ 271 Fairfield Avenue
1l = — . .
_ ] QY Bref B R =S K ES 2 P PSR DI B I g ALICN ] NEW WALLS TO BE CONSTRUCTED OF 3 5/8"METAL Bridgeport, Connecticut 06604
¢ Sl=zl® S O || S| HM  HOLLOW METAL = . " Tel: (203) 377-1300
N S| Z18|0lFIEISISISIE R Y |S N 2 ADA TOILET STUDS @ 16" 0.C. WITH 5/&8" MOISTURE Fax: (203 378-3002 finogal
i x SIS Slsleplul<[sIgIES || (W] WP wooD ROOM RESISTANCE GYPSUM BOARD ON BOTH SIDES. o www.anfinozzicom
A 2 Sl 3lelS 1% TS3 ] ¥ e |S WAL ALUMINUM ~JOILET ROOM ) EXTEND TO DECK AND STRUCTURE ABOVE WITH
= ! < 2 S512alE AEREE g 2 Pl P Q ~— 11 50 % - 2 SOUND ATTENUATION BLANKET FULL HEIGHT AND These documents have been prepared
> % t > > E‘ o u <§< T (LR = % IC\SJB § IC\DJ IC\DJ IC\DJ o QQA SC SOLID CORE WIDTH. specifically for this project. Reproduction or
Slalol e o B [e|s |2 [Z2]52]8 2|8 F[815e5]5|8|8|s|ct_otnes 7] NEW WALLS TO BE CONSTRUCTED OF 3 5/8"METAL ofer use of hese documents s prohiofted
SIS =121 |2 Z2]< |9E85[58318[218183831818(z]9 STUDS @ 16" 0.C. WITH 5/8" MOISTURE PP ‘
J
A Wl - | |= o> ol |<|[D|Z|<|E]C (2|0 2|22 ||| POORSCHEDULE NOTES PESISTANCE GYPSUM BOARD ON TAG SIDE. —
> .
Al PlwWD|lFl | P |HM EXTEND TO DECK AND STRUCTURE ABOVE WITH
101 bt bl Il bt bt SOUND ATTENUATION BLANKET FULL HEIGHT AND
201 ®| A P | WD|Fl | P | HM L AL A o o0 WIDTH.
202 ®| A | P |WDIF | P | HM o0 o L o0 Oy T CORR
— . .
20% el A P wol|F | P | 1M ole o () o0 TOILET ‘ 2 <§ °
rA's & :
204 ®| A | P WD|FI | P | HM o0 ©® o oo ROOM ARG s L CONSTRUCTION KEY NOTES
206 ®| A | P |WD|IFl | P | HM |0 O o | BN ! - v @ — SHOWN AS: (O——
A2 A3 ‘ '
Al PlWD|lFl | P |HM ‘ e
07 e o0 e o0 ALIG - 1 INFILL EXISTING CMU OPENINGS. NEW MASONRY SHALL BE TOOTHED
Ly Al L0 /@ INTO EXISTING AND SHALL MATCH THE ADJACENT CMU AND MORTAR. CONSULTANT:
A
GENERAL DOOR NOTES: DAYROOM TOLET A JAN 2 SHOWER SHELF. REFER TO DETAIL DI/FI-101
1. SUBMIT SUBSTITUTIONS IN ACCORDANCE TO DIVISION 1 ROOM v Q G [ 1= CLO. 3 (4)TIER 12" X 12"METAL LOCKERS
2. OBTAIN EACH TYPE OF HARDWARE (LATCH AND LOCKSETS, HINGES, CLOSERS, ETC.) FROM A SINGLE MANUFACTURER. o L /——
3. PROCURE HARDWARE FOR ALL DOORS FROM SINGLE SUPPLIER. - R
4. PROVIDE GUARANTEE FROM HARDWARE SUPPLIER AS FOLLOWS: _ K - @ ‘ = "o
A. HINGES: LIFE OF BUILDING H 4 <
B. CLOSERS - ALL OPENINGS, EXCEPT STC ASSEMBLIES: LIFE OF BUILDING i}@ };
C. LOCKSETS: LIFE OF BUILDING; EXCEPT ELECTRIFIED LOCKSETS, FIVE (5) YEARS 2 .
D. EXIT DEVICES: FIVE (5) YEARS; EXCEPT ELECTRIFIED DEVICES, ONE (1) YEAR v — |_2—_| R
E. ALL OTHER HARDWARE: ONE (1) YEAR K 1o [ IO
5. PROVIDE SPECIFIED DOOR HARDWARE AS REQUIRED TO MAKE DOORS FULLY FUNCTIONAL, COMPLIANT WITH APPLICABLE CODES, AND SECURE TO L REVISIONS:
EXTENT INDICATED. TOILET o = 5'_.: A DATE DESCRIPTION
6. ALL HARDWARE TO BE GRADE 1 ROOM R
7. INSTALL EACH HARDWARE ITEM IN COMPLIANCE WITH THE MANUFACTURER’S INSTRUCTIONS AND RECOMMENDATIONS, USING ONLY THE © 2
FASTENERS PROVIDED BY THE MANUFACTURER. - G Ry GENERAL RESTROOM NOTES:
8. HARDWARE SHALL BE INSTALLED BY QUALIFIED TRADESMEN SKILLED IN APPLICATION OF COMMERCIAL GRADE HARDWARE. _E)N‘ NOTE: THE FOLLOWING NOTES APFLY 10 ALL AREAG OF REQUIRED WORK
9. CLEAN FINISHED HARDWARE IN ACCORDANCE WITH MANUFACTURER’S WRITTEN INSTRUCTION AFTER FINAL ADJUSTMENTS HAVE BEEN MADE. I \ —
10. PROVIDE SHOP DRAWINGS FOR DOOR ELEVATIONS, DETAILS, AND HARDWARE SCHEDULES. 2 ] 1. REFER TO INFO-1FOR ALL MOUNTING HEIGHTS FOR HANDICAPPED ACCESSIBLE
11. PROVIDE DOMED FLOOR STOPS (WITH OR WITHOUT RISERS AS REQUIRED FOR FLOORING CLEARANCE) U.O.N. N ) FIXTURES.
12. ALLDOORS TO RECEIVE SILENCERS (GREY) U.O.N. - - > > 2. PROVIDE BLOCKING AS REQUIRED PER TYPICAL MOUNTING HEIGHTS AT METAL
1. PROVIDE 1/2" UNDERCUT ON ALL INTERIOR DOORS
STUD PARTITIONS.
) 3. FOR TYPICAL DIMENSIONS AT SINKS AND ACCESSIBLE TOILETS. SEE INFO-1
SHEET.
PER SCHED. (2) MTL. STUDS CAULK ON BOTH SIDES
. - y \\ (TYPICAL) B PARTIAL FIRST FLOOR CONSTRUCTION PLAN T ACCESSORY LEGEND
L A8 SCHED, { . vy = |— SCALE: 1/4"=1-0"
_d NI o T @ A 11/2"DIA. STAINLESS STEEL GRAB BAR - 30" LONG - BOBRICK B-6806.99X30
—
— e s i B 11/2"DIA. STAINLESS STEEL GRAB BAR - 36" LONG - BOBRICK B-6806.99X36
" o —5 == —— - >| 5 DRYWALL ANCHORS = C 11/2"DIA. STAINLESS STEEL GRAB BAR - 42" LONG - BOBRICK B-6806.99X42
= = & N — PER JAMB - TYPICAL I D 11/2"DIA. STAINLESS STEEL GRAB BAR - 18" LONG - BOBRICK B-6806.99X18
‘:Ij % 2" [ o8 HOLLOW METAL FRAME E ﬁ | E 11/2"DIA. STAINLESS STEEL GRAB BAR - 12" LONG - BOBRICK B-6806.99X12 W
© 3 F 18"x 30" STAINLESS STEEL FRAMED MIRROR. TOP OF MIRROR BOBRICK B-283-1830 I— =
i 00D DOOR © 1 G ROBE HOOKS - BOBRICK B-7672 Z
EABIL H SURFACE MOUNTED, MULTIROLL TOILET PAPER DISPENSER . O
4 STANDARD DETAIL PROVIDED BY OWNER INSTALLED BY .G.C. Ll | _l
1 PARTIAL SECOND FLOOR CONSTRUCTION PLAN J HEADY-DUTY SHOWER CURTAIN ROD WITH CONCEALED MOUNTING AND <
@ B TR TITRT VINYL SHOWER CURTAIN - BOBRICK B-6107 E >
@ DOOR JAMB DETAIL ' K SURFACE MOUNTED SANITARY NAPKIN DISPOSAL UNIT - BOBRICK B-270 O
DOOR TYPE FRAME TYPE J-1 L SURFACE MOUNTED PAPER TOWEL DISPENSER. I
PROVIDED BY OWNER INSTALLED BY G.C. D: Z
SCALE: 1/4"=1-0" SCALE: 1/4"=1-0"
(SEE WALL TYPE) M FOLD-UP ACCESSIBLE SHOWER SEAT - BOBRICK B-5193 < L'-‘: / —
VA‘sjES N SURFACE MOUNTED SOAP DISPENSER. PROVIDED BY OWNER INSTALLED BY G.C. D)
0 MOP & BROOM HOLDER - BOBRICK B-224 an E lé)
¥ )
| (2)MTL.sTUDS LIJ O < O
: 1/16" SPACE CAULK D O ~ Z
_— ONBOTH SIDES ~ =
N (TYPICAL) L
é;._ I | I | E O
I HOLLOW METAL FRAME ad Ll o &)_\
VARIES — ﬁ o e
L O AN
L.
H-1 DOOR HEAD DETAIL D — o
—
J Ij(l—
DOOR DETAILS SCALE:11/2" = 1-0" — O
— W
TOILET TOILET TOILET TOILET ADATOILET < L)
ROOM ROOM ROOM N ROOM x ROOM oY
w ﬁ FI-101 w ‘F1—101 ( LL L1
77— /
FPWT-2 T j C1 1 C1 T PWT-2 1 PT-1 DRAWING TITLE:
T3 FI-101 FI-101 =RTor
R N o= pOT-3 PARTIAL FIRST AND SECOND
_ 1 - _ 1
—— I _ . 2 s I N _ CONSTRUCTION PLANS,
= o2 ® S R o2 ® 10" g = / PWT-1 12 @ o2 ®
RN @ i i =~ = 4 24 : N = = DOOR SCHEDULE, ELEVATIONS
0 |eF ~—{—_ © |eF DNy > 0 |eF D Q |e=
B —~ B |2 = i |2 ) B= DETAILS, AND NOTES
oI5 o|5 o|5 . o|5 2 o|5
N = = = = ——1—— N=
. e e . e
&Q/ Q/ Q/ PL-1 &Q/ Q/ SCALE: DRAWN BY: REVIEWED BY:
y AS NOTED AAC PAL
— — DRAWING NO.
211" ||[1+/-FILLER 3-10"
1"+/-FILLER 1"+/-FILLER
INTERIOR ELEVATION INTERIOR ELEVATION 3 INTERIOR ELEVATION A INTERIOR ELEVATION INTERIOR ELEVATION A_ | I
SCALE: 1/4" = 1-0" SCALE: 1/4"=1-0" SCALE: 1/4" = 1-0" SCALE: 1/4" = 1-0" SCALE: 1/4" = 1-0"
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ANTINOZZI
GENERAL CEILING NOTES ASSOCIATES

A.  REFER TO SFPECIFICATIONS AND FINISH LEGEND FI-901FOR CEILING TYFPES AND

P q E FINISHES. ARCH'TECTURE

B. ALLPERIMETER TILES THAT MUST BE CUT SHALL BE TEGULARIZED TO MATCH

. ‘ ADA TOILET FACTORY CUT AS REQUIRED FOR TILE TO LAY LEVEL. -+ I N T E R I 0 R S
ROOM
= (= /T_O,”'ET ROOM C.  ACOUSTICAL CEILING TILE SHALL NOT BE CUT LESS THAN 6", IN AREAS THAT THIS
|1 OCCURS ADJACENT CEILING TILES SHALL BE REPLACED WITH A 24" X 48"
COPYRIGHT 2024 BY:
L] ACOUSTICAL CEILING TILE ELIMINATING ANY SMALL CUTS. REFER TO CEILING -
\OTES, ANTINOZZI ASSOCIATES, P.C.
O 1 271 Fairfield Avenue
R1 D.  ALLLAY-IN CEILINGS SHALL BE CENTERED WITHIN ROOM OR SPACE UNLESS Bridgeport, Connecticut 06604
OTHERWISE INDICATED ON THESE DRAWINGS. Tel: (203) 377-1300
TOILET Fax: (203) 378-3002 www.antinozzicom
9.5 ¥ ROOM L E.  COORDINATE LIGHTING LAYOUTS WITH ACTUAL CONDITIONS IN FIELD AND CONSULT
o specifically for this project. Reproduction or

without the approval of the Architect.

G. ALLGYPSUM BOARD CEILINGS & SOFFITS SHALL BE PAINTED (PT-2) FLAT FINISH,
U.O.N. CERTIFICATION:

H.  SURFACE-MOUNTED CEILING EQUIFPMENT SHALL BE INDEFPENDENTLY SUFPPORTED
BY HANGER WIRES UP TO CONCRETE DECK OR STRUCTURAL FRAMING ABOVE.

. PROVIDE 10% OF ATTIC STOCK THAT MATCH AND ARE FROM THE SAME
PRODUCTION RUNS AS THE PRODUCT INSTALLED.

TOILET -
= ROOM - CEILING NOTES
— SHOWN AS: (O——
ul 1 GYPSUM BOARD CEILING. REFER TO DETAIL AB/A-201 ——
TOILET o]
DAYROOM ROOM =
- E
t:: 8@3};&1 *
T — ﬁéﬁg: CEILING SYMBOLS LEGEND
R4 3
' : 1| @
RZ 3 1
REVISIONS:
TOILET — NEW CEILING GRID A DATE DESCRIPTION
= ROOM "
-0
A T CH T GYPSUM BOARD SOFFIT

NEW 24" x 24" LED RECESSED FIXTURE

NEW LED LINEAR RECESSED FIXTURE

PARTIAL FIRST FLOOR CONSTRUCTION PLAN o e
B SCALE: 1/4" =1-0"
{;%[g; DENOTES CEILING HEIGHT
iM RN
* DENOTES CENTERING OF GRID
OR CENTERING OF TILE
PARTIAL SECOND FLOOR CONSTRUCTION PLAN —  Cocrorruine oA

B

SCALE: 1/4"=1-0"

140 REEF ROAD
FAIRFIELD, CONNECTICUT

3%" MTL STUDS

6”

I_
Z
LL
>
I_
A
<
0
L]
A
LL
0
L
O
]
L]
L
o
<
L

FIRE STATION 1 TOILET ROOM RENOVATIONS

SCHEDULED CEILING SEE CEILING PLAN PARTIAL FIRST AND SECOND
SEE[DWG. A-201 — WALLANGLE FLOOR REFLECTED CEILING
_ _ PLANS, DETAILS, AND NOTES
z < —— CORNER BEAD TYP.
ﬁ < ﬁ <
~ ~ ASNOTED | AAC | PAL
SOFFIT DETAIL A— 2 O 1
A5 SCALE: 3/4"=1-0"

DATE: JOB NUMBER:

MAY 01, 2026 26009




ANTINOZZI

GENERAL FINISHNOTES
— — SCHLUTER -QUADEC FINISHING A R C H I T E C T U R E
EDGE PROFILE
/ STAINLESS STEEL TOILET E 1 = A. FINISHFLOOR PLANS SHALL BE USED IN CONJUNCTION WITH FINISH LEGEND, INTERIOR
(ON ALLEDGES) TYF. ROOM = ELEVATIONS, AND GENERAL SPECIFICATIONS. SHOULD THERE BE A DISCREPANCY + | N T E R | 0 R S
= BETWEEN INFORMATION GIVEN ON THE FINISH LEGEND WITH ANY DRAWING OR
, . o iz | @ SPECIFICATION, CONTRACTOR SHALL CONTACT ARCHITECT FOR CLARIFICATION.
o . il B. PAINTING SCHEDULE: ALL PAINTING SHALL BE AS INDICATED BY PLANNOTES AND COPYRIGHT 2024 BY:
PFTA EINISH LEGEND. ANTINOZZI ASSOCIATES, P.C.
WALLS, GYP. BD. SURFACES AND OTHER PAINTED SURFACES - (EGGSHELL) 271 Fairfield Avenue
Ty \ Bridgeport, Connecticut 06604
TS E] ONE (1) PRIME COAT & TWO (2) FINISH COATS o a3 3791500
= ’ ADA i O DOOR / DOOR FRAMES (SEMI-GLOSS) F?Dl(' ((203?) 376;-3002 www.antinozzicom
3 — ] N TOILET ROOM — e ONE (1) PRIME COAT & TWO (2) FINISH COATS, U.O.N.
< :ﬁl;clr;ibﬁr\z WALL - TOILET PVPM , C.  ALLPAINTED WALLS SHALL RECEIVE EGGSHELL FINISH, U.O.N. These documents have been prepared
(PWT-1) - i ROOM | © ’ — specifically for this project. Reproduction or
o ~_ _ I+ VT D.  ALLCEILINGS, SOFFITS AND FASCIAS TO BE PAINTED (PT-2) AND RECEIVE A FLAT other use of these documents is prohibited
ADD ALT 1 PROVIDE : PFT-1 FINISH, U.O.N. SEE FINISH LEGEND AND CEILING PLANS FOR DELINEATIONS OF COLORS. without the approval of the Architect.
PRICING FOR =
FINISHES IN - . | i E. ALLPAINTED WALLS IN TOILET ROOMS AND JANITOR’S CLOSETS SHALL RECEIVE CERTFICATION:
- EPOXY BASED PAINT, U.O.N.
THIS AREA - >0
@) @ F.  ALLHOLLOW METAL DOORS, DOOR FRAMES AND INTERIOR WINDOW FRAMES SHALL
N T P BE PAINTED (PT-3), U.ON.
)]
® @ G. CONTRACTOR TO VERIFY WITH ARCHITECT ON DIRECTION OF ALL LAMINATES, RESIN
— =1 J = PANELS, ETC. FOR QUANTITY TAKE OFFS.
TOILET [ CORR. H.  ALL TRANSITIONS IN FLOORING TO OCCUR AT CENTERLINE OF DOOR, U.O.N.
—— 35/8"METAL STUD — PT-1/ =
ROOM o (205)
— 5/8"TILE BACKER BOARD PNT-1.2 . FLOOR TRANSITIONS BETWEEN DIFFERING MATERIALS ARE REQUIRED, U.O.N. REFER
- OIE PT-1 I TO SHEET FI-101 FOR TYPICAL DETAILS. REFER TO FINISH LEGEND FI-101 AND FINISH ——
PFTA BT I FLOOR PLANS FOR TRANSITION LOCATIONS & FINISH.
PFT-1
D1 SHOWER SHELF DETAIL L L J. ALLFLOOR FINISHES TO EXTEND TO MEET WALL AND/OR BASE OF MILLWORK.
SCALE: 3'=1-0"
Ay = _
CHEDULED AR IO TOLET mez é /C\g K. ALLELECTRICAL SWITCH PLATES AND RECEPTACLES SHALL BE WHITE.
ROOM ©) ’ P L. PROVIDE 10% OF ATTIC STOCK THAT MATCH AND ARE FROM THE SAME PRODUCTION
- T RUNS AS THE PRODUCT INSTALLED.
“ —e 0
i PT-I/
]E] FRP-1 FINISH NOTES
PIVB-1
— SUBSTRATE AS REQUIRED BY PFT-1 SHOWN AS: C REVISIONS:
/ MANUFACTURER - 1 ALLWALLS TO RECEIVE TILE SIMILAR TO ELEVATIONS ON A-101. A DATE DESCRIPTION
| TOILET ] PT-1 2 SHOWER TO RECEIVE FULL HEIGHT TILE. REFER TO ELEVATIONS ON A-101
- PIVT-1.2
/ ROOM -—C % ALLWALLS TO RECEIVE FRP-14°-0" AFF.
/ FINISH LEGEND
5 SCHLUTER JOLLY o PRIt
CEILING PORCELAIN FLOOR TILE
1/4" THICK CERAMIC WALL
D>
TILE . MANUF: GARDEN STATE TILE
(061 MANUF: ARMSTRONG WORLD INDUSTRIES PFT-1
© [aic] STYLE: ULTIMA HEALTHZONE #1936 g:gg ;Lc?uf
5 I — SIZE: 24" X24" X 3/4" :
Cl CERAM[C TlLE EDGE DETAIL GRID: 9/16" BEVELED TEGULAR FINISH: I-I'!ONED‘I
TR SIZE:12"X 24
o GROUT: LATICRETE 78 STERLING SILVER
FIBER REINFORCED FPANEL PORCELAIN WALL RASE
B8 PARTIAL FIRST FLOOR FINISH PLAN
SCALE: 1/4" = 1-0 | =71 MANUF: MARLITE 57]  MANUF: GARDEN STATE TILE
SERIES: PEBBLED FRP STYLE: FLOAT
I COLOR: P100 WHITE COLOR: AQUA
. FINISH: HONED
[k 7 | SIZE: 3" X 24" BULLNOSE TRIM

I— W
LUXURY VINYL TILE GROUT: LATICRETE 78 STERLING SILVER Z C_)
SCHEDULED PARTITION TYPE LL] —
MANUF: MOHAWK GROUP PORCELAIN WALL TILE <
COLLECTION: TINTED TIMBER COLLECTION E >
STYLE: WHISPER GRAIN - MANUF: TILE AMERICA
£ FARTIAL SECOND FLOOR FINISH PLAN LR o A VIANUE: TILE AMERIC/ | O
— — SCALE: 1/4" =1-0" SIZE: 7" X 48" COLOR: BIANCO
FINISH: MATTE D: Z
EXISTING FLOORING SIZE: 12" X 24" L) —
I REFER TO FINISH LEGEND 1 ALUMINUM EDGE PROTECTION MANUF: GARDEN STATE TILE D_ U
STRIP TO PROVIDE STEPLESS JANUE: DOLG MOCKETT STYLE: LIVING Z =
TRANSITION (ADA COMPLIANT) F X COLOR: MAGENTA Lu O
STYLE: 3" TABPUL FINISH: MATTE PRESSED <
NEW FLOORING - REFER TO COLOR: TBD SIZE: 3 X 10" D O O L)
- SUBSTRATE AS REQUIRED BY / FINISHLEGEND GROUT: LATICRETE 7& STERLING SILVER &~ %
- MANUFACTURER PAINT NOTE: 50% RANDOM PATTERN I | I (a4 LLI':\ O
" B MANUF: GARDEN STATE TILE — O
T — =] MANUF: BENJAMIN MOORE STYLE: LVNG ad L) oz
— SCHLUTER QUADEC TRANSITION ) tooet P . COLOR: STONINGTON GRAY HC-170 COLOR: MAGENTA — — o A
m/ LT DT GENERAL WALL COLOR FINISH: LIGNE MATTE PRESSED < ﬁ
S : A ‘ SIZE: 3" X 10" LL O —_— =
\ fTea — MANUF: BENJAMIN MOORE GROUT: LATICRETE 78 STERLING SILVER — '&'-
1/4" THICK CERAMIC WALL é%LPOSRU: ﬁggig D\/\/CHEIITLIT_,\I66 NOTE: 50% RANDOM PATTERN D _ <—E
TILE. REFER TO FINISH NOTE: VERIFY HEIGHT OF NEW FLOORING WITH L
LEGEND EXISTING FLOORING P MANUF: BENJAMIN MOORE PUBRER BASE _I Z
COLOR: TBD
TILE TO TILE CORNER DETAIL TR-1 EXISTING FLOORING TONEW FLOORING HOLLOW METAL FRAMES AND DOORS 511 MANUF: JOHNSONITE _Lu O
Bl ——— SR 710 COLOR: DOCKSIDE 199 —_—
SCALE: 6"=1-0 - | | —
PLASTIC LAMINATE SOLID SURFACE Y l<£
MANUF: CORIAN — W
——  SOLID SURFACE COUNTERTOP PL-1 MANUF: WILSONART COLOR: GRAY ONYX L)
& 2" HIGH BACKSPLASH RESILIENT FLOORING - COLOR: STUDIO TEAK 7960K-16 o7
REFER TO FINISH LEGEND FINISH: MATTE | | =
SCHLUTER RENO-U (SATIN ANODIZED) L.
e e ] ALUMINUM EDGE PROTECTION STRIP
HOW-1 U eLore TO PROVIDE STEPLESS TRANSITION A —
S \ = (ADA COMPLIANT)
= M\ BLOCKING AS REQUIRED CERAMIC FLOOR TILE - PARTIAL FIRST AND SECOND
& ‘ REFER TO FINISH LEGEND
5 ‘ e FLOOR FINISH PLANS, FINISH
°l< Z | L
& § 4 | ‘, LEGEND, DETAILS, AND NOTES
S ! [l —— BLACK MELAMINE INTERIOR ’ LA : A S J
o \ - FINISH
& BASE CABINET - 3/4"
PARTICLE BOARD WITH
:ﬁ- \ ﬂ FLASTIC LAMINATE F]N]SH SCALE: DRAWN BY: REVIEWED BY:
5 PLASTIC LAVINATE BASE ——1 RESILIENT FLOORING TO CERAMIC FLOOR TILE ASNOTED | AAC PAL

DRAWING NO.

ﬁ SCALE: 12" =1-0"

MILLWORK- SECTION

FI-101

DATE: JOB NUMBER:

SCALE: 3/4"=1-0"

MAY 01, 2026 26009




EXISTING URINAL, WASTE/VENT/DCW PIPING,
VALVES, AND ASSOCIATED ACCESSORIES TO
BE REMOVED. TYPICAL.

EXISTING LAVATORY, WASTE/VENT/DCW/
DHW PIPING, VALVES, AND ASSOCIATED
ACCESSORIES TO BE REMOVED. TYPICAL.

EXISTING WATER CLOSET, WASTE/VENT/
DCW PIPING, VALVES, AND ASSOCIATED
ACCESSORIES TO BE REMOVED. TYPICAL.

EXISTING SHOWER, WASTE/VENT/DCW/
DHW PIPING, VALVES, AND ASSOCIATED
ACCESSORIES TO BE REMOVED.
TYPICAL.

EXISTING WASTE/VENT/DCW/ DHW
PIPING, VALVES, AND ASSOCIATED

ACCESSORIES IN THIS AREA TO BE

REMOVED BACK TO MAINS AS
REQUIRED. TYPICAL.

PARTIAL SECOND FLOOR BATHROOMS

PLUMBING DEMOLITION PLAN

SCALE: 1/4"=1"-0"

uP

EXISTING WATER CLOSET, WASTE/VENT/
T DCW PIPING, VALVES, AND ASSOCIATED
ACCESSORIES TO BE REMOVED. ALL PIPING
TO REMOVED BACK TO MAIN PIPING AND
CAPPED. TYPICAL.

y EXISTING SANITARY LINE TO REMAIN.

EXISTING URINAL, WASTE /VENT/DCW PIPING,
VALVES, AND ASSOCIATED ACCESSORIES TO
o BE REMOVED. ALL PIPING TO REMOVED
BACK TO MAIN PIPING AND CAPPED.
TYPICAL.

=

L

-

EXISTING LAVATORY, WASTE/VENT/DCW/
DHW PIPING, VALVES, AND ASSOCIATED
ACCESSORIES TO BE REMOVED. ALL
PIPING TO REMOVED BACK TO MAIN
PIPING AND CAPPED. TYPICAL.

PARTIAL FIRST FLOOR BATHROOM

PLUMBING DEMOLITION PIAN

SCALE: 1/4"=1'-0"

PROVIDE SHOWER AND ASSOCIATED ACCESSORIES AS
/ REQUIRED FOR COMPLETE INSTALLATION. PROVIDE 1/2”
DCW, 1/2” DHW CONNECTIONS. PROVIDE 1-1/2” WASTE,
/ P q P——— 1-1/2” VENT CONNECTIONS. ALL PIPING TO BE CONNECTED
TO EXISTING PIPING AS REQUIRED. SEE SCHEDULE FOR
SHot FURTHER REQUIREMENTS. TYPICAL.
FD-1
I o
Wo-1 _— PROVIDE LAVATORY AND ASSOCIATED ACCESSORIES AS
= LAV-1 / / REQUIRED FOR COMPLETE INSTALLATION. PROVIDE 1/2” DCW,
¥ X y 1/2” DHW WITH FIXTURE STOPS. PROVIDE 2” SANITARY AND
L Toe o / 1-1/2” VENT. ALL PIPING TO BE CONNECTED TO EXISTING
1 /2" DCW / - «“ PIPING AS REQUIRED. SEE SCHEDULE FOR FURTHER
/7 T Y — REQUIREMENTS. TYPICAL.
4” SAN. — | L
4" SAN E){:%v \ /
Y PROVIDE WATER CLOSET, CARRIER AND ASSOCIATED
o \ \; ACCESSORIES AS REQUIRED FOR COMPLETE INSTALLATION.
¢ 118 — PROVIDE 1/2” DCW PIPING. PROVIDE 3" SANITARY AND
T T we-1 1-1/2” VENT. ALL PIPING TO BE CONNECTED TO EXISTING
SHT 7 ¢ avallRE PIPING AS REQUIRED. SEE SCHEDULE FOR FURTHER
s . S 1/2" DOW REQUIREMENTS. TYPICAL.
O » ”
> .< 1-1/2" VENT
f 1]
L1 — j 1
S H
o— | PROVIDE DCW/DHW PIPING AS REQUIRED FOR CONNECTION
11\ i LAV-1 TO EXISTING DCW/DHW PIPING. TYPICAL.
““““““““ | L N =
=
1/2" DCW

4" SAN.

PROVIDE FLOOR DRAIN AND ASSOCIATED ACCESSORIES AS

REQUIRED FOR COMPLETE INSTALLATION. PROVIDE 4" WASTE,

2" VENT CONNECTIONS. CONNECT TO EXISTING WASTE/VENT
PIPING AS REQUIRED. PROVIDE TRAP PRIMER. PROVIDE 1/2"
| DCW FROM MAIN PIPING. ROUTE TO TRAP PRIMER AT FLOOR
DRAIN AS REQUIRED. TYPICAL. SEE SCHEDULE FOR FURTHER
REQUIREMENTS. TYPICAL.

PROVIDE FLOOR MOUNTED SLOP SINK AND ASSOCIATED

ACCESSORIES AS REQUIRED FOR COMPLETE INSTALLATION.

i
/w.:

PROVIDE 1/2" DCW, 1/2” DHW WITH FIXTURE STOPS.

N
y
j Y LAV-1
1/2° DCW

A
7
z
l
N

B PROVIDE 3" SANITARY AND 1-1/2" VENT. ALL PIPING TO BE
CONNECTED TO EXISTING PIPING AS REQUIRED. SEE
SCHEDULE FOR FURTHER REQUIREMENTS. TYPICAL.

PROVIDE WASTE/VENT PIPING AS REQUIRED FOR
CONNECTION TO EXISTING VENT PIPING. TYPICAL.

LARRADZA

I

CONNECT TO EXISTING DCW/DHW/SANITARY PIPING.

9
e B
6 ~

VERIFY ALL MAIN PIPING LOCATIONS IN FIELD. TYPICAL.

PARTIAL SECOND FLOOR BATHROOMS

PLUMBING PLAN

SCALE: 1/4"=1'-0"

PROVIDE 1/2" DCW PIPING. PROVIDE 3" SANITARY AND
1-1/2" VENT. ALL PIPING TO BE CONNECTED TO EXISTING
PIPING AS REQUIRED. SEE SCHEDULE FOR FURTHER
REQUIREMENTS. TYPICAL.

PROVIDE WATER CLOSET, CARRIER AND ASSOCIATED
M ACCESSORIES AS REQUIRED FOR COMPLETE INSTALLATION.

PROVIDE SHOWER AND ASSOCIATED ACCESSORIES AS
REQUIRED FOR COMPLETE INSTALLATION. PROVIDE 1/2"
DCW, 1/2” DHW CONNECTIONS. PROVIDE 1-1/2" WASTE,
1-1/2" VENT CONNECTIONS. ALL PIPING TO BE CONNECTED
TO EXISTING PIPING AS REQUIRED. SEE SCHEDULE FOR
FURTHER REQUIREMENTS. TYPICAL.

4 SAN. 0~
2" VENT—+A F2-1
1/2" DCW

A NAAL

(E' :-o-—- PROVIDE LAVATORY AND ASSOCIATED ACCESSORIES AS
REQUIRED FOR COMPLETE INSTALLATION. PROVIDE 1/2” DCW,
1/2" DHW WITH FIXTURE STOPS. PROVIDE 2” SANITARY AND

=1 $6d 1-1/2" VENT. ALL PIPING TO BE CONNECTED TO EXISTING
PIPING AS REQUIRED. SEE SCHEDULE FOR FURTHER
REQUIREMENTS. TYPICAL.

7/
[

PROVIDE FLOOR DRAIN AND ASSOCIATED ACCESSORIES AS
REQUIRED FOR COMPLETE INSTALLATION. PROVIDE 4" WASTE,
2" VENT CONNECTIONS. CONNECT TO EXISTING WASTE/VENT
PIPING AS REQUIRED. PROVIDE TRAP PRIMER. PROVIDE 1/2"
DCW FROM MAIN PIPING. ROUTE TO TRAP PRIMER AT FLOOR
DRAIN AS REQUIRED. TYPICAL. SEE SCHEDULE FOR FURTHER
REQUIREMENTS. TYPICAL.

PARTIAL FIRST FLOOR BATHROOM
PLUMBING PLAN

SCALE: 1/4"=1'-0"

ANTINOZZI

ASSOCIATES
ARCHITECTURE
+ INTERIORS

COPYRIGHT 2024 BY:

ANTINOZZI ASSOCIATES, P.C.

271 Fairfield Avenue

Bridgeport, Connecticut 06604

Tel: (203) 377-1300

Fax: (203) 378-3002 www.anfinozzicom

These documents have been prepared
specifically for this project. Reproduction or
other use of these documents is prohibited
without the approval of the Architect.

CERTIFICATION:

CONSULTANT:

SALAMONE
&

ASSOCIATES, PC.

CONSULTING ENGINEERS

116 North Plains Industrial Road
Wallingford, Connecticut 06492
Phone: (203) 281-6895 Fax: (203) 287-8728

REVISIONS:

@ DATE DESCRIPTION

PLUMBING NOTES:

1. CONTRACTOR SHALL VISIT THE SITE PRIOR TO BIDDING AND
BECOME INFORMED AS TO THE EXISTING CONDITIONS AND THE
NATURE AND SCOPE OF WORK REQUIRED.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL WORK
INCLUDING TOOLS, MATERIAL, MANPOWER, ETC. REQUIRED FOR
COMPLETE AND PROPER INSTALLATION OF PROPOSED MATERIALS,
FIXTURES AND/OR EQUIPMENT.

3. ALL WORK REQUIRED SHALL BE PERFORMED BY QUALIFIED,
LICENSED PERSONNEL AS REQUIRED BY ALL APPLICABLE CODES
AND STANDARDS.

4. DRAWINGS ARE DIAGRAMMATIC. CONTRACTOR SHALL FIELD VERIFY
ALL LOCATIONS AND DIMENSIONS OF EXISTING MATERIALS,
FIXTURES AND/OR EQUIPMENT WITHIN AND AFFECTING PROJECT
SCOPE OF WORK.

5. ALL WORK TO BE DONE IN ACCORDANCE WITH STATE AND LOCAL
CODE.

6. THIS IS AN EXISTING FACILITY AND SHALL CONTINUE TO
OPERATE DURING CONSTRUCTION. ALL WORK WILL BE PERFORMED
CAUSING MINIMAL DISRUPTION TO THE FACILITY.

7. ALL SERVICE DISRUPTIONS MUST BE SCHEDULED A MINIMUM OF
72 HOURS IN ADVANCE WITH THE OWNER'S REPRESENTATIVE.

8. ALL WORK SHALL BE COORDINATED AMONG ALL PROJECT
DISCIPLINES, EXISTING CONDITIONS, ALL APPLICABLE STATE AND
LOCAL CODES AND ORDINANCES, AND AUTHORITIES HAVING
JURISDICTION.

9. CONTRACTOR IS TO FIELD VERIFY ALL DIMENSIONS BEFORE
ORDERING ANY FIXTURE OR MATERIALS.

10. INTEGRITY OF ALL FIRE-RATED WALLS BETWEEN SECTIONS OF
THE BUILDING SHALL BE MAINTAINED. TYPICAL.
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PIPING —\(

FILL VOID BETWEEN FLOOR
AND PIPE WITH U.L. LISTED
| FIRE STOPPING MATERIAL
\‘ COMPATIBLE WITH PIPE.
/7 SCHEDULE 40 SLEEVE TYPICAL.

\n‘

\

FLOOR

INSTALLATION

ASSEMBLY RATING

ASSEMBLY SHALL PROVIDE

AN APPROVED THROUGH-PENETRATION
THAT HAS BEEN LISTED IN ACCORDANCE
WITH ASTM E814

TYPICAL FLOOR PIPE PENETRATION

FIRE STOPPING DETAIL

SCHEDULE 40 SLEEVE

SCALE: N.T.S.

WITH

/

AAMMNNNNNY

\— WALL
AN

ASSEMBLY RATING

WITH ASTM E814

INSTALLATION ASSEMBLY SHALL PROVIDE
AN APPROVED THROUGH-PENETRATION
THAT HAS BEEN LISTED IN ACCORDANCE

FILL VOID BETWEEN WALL AND PIPE

U.L. LISTED FIRE STOPPING

MATERIAL COMPATIBLE WITH PIPE.

TYPICAL WALL PIPE PENETRATION
FIRE STOPPING DETAIL

SCALE: N.T.S.

TRAP PRIMER CONFORMING
TO AMERICAN SOCIETY OF
SANITARY ENGINEER
STANDARD 1018.

1/2"

3/4” PLYWOOD BOLTED
TO WALL. \

TO FIXTURE :J)

b

TAKE OFF FROM DCW
BRANCH AS SHOWN ON
DRAWINGS. TYPICAL.

\
Q——CONCEAL IN WALL.

/— WALL

—FLOOR

RECEPTACLE

FLOOR

SCALE: N.

\ g

\—COPPER TYPE K Ji
TYPICALL TRAP PRIMER DETAIL

T.S.

EXISTING CONDITIONS NOTE:

THE CONTRACTOR(S) SHALL VISIT THE SITE PRIOR TO BIDDING,
NOTING EXISTING CONDITIONS AND EQUIPMENT. IF SAID EQUIPMENT
IS NOT BEING REMOVED AS PART OF THE PROJECT OR IS NOTED
AS EXISTING TO REMAIN AND IMPEDES PROVIDING PROPOSED
EQUIPMENT AND OR PROVIDING PROPOSED SCOPE OF WORK,
EQUIPMENT SHALL BE TEMPORARILY RELOCATED AND COMPLETELY
REINSTALLED AFTER PROPOSED SCOPE OF WORK IS COMPLETED.
THIS SHALL BE PART OF THE BASE BID AND CONTRACTOR(S)
SHALL BID ACCORDINGLY, NO ADDITIONAL COMPENSATION WILL BE
CONSIDERED FOR RELATED WORK OR COORDINATION WITH EXISTING
CONDITIONS.

PLUMBING FIXTURE SCHEDULE

PLUMBING SYMBOL LIST

PLUMBING GENERAL NOTES

PLUMBING FIXTURE NOTE:

CONTRACTOR SHALL PROVIDE AND INSTALL ALL PLUMBING FIXTURES
INDICATED ON PLANS. INSTALL PER MANUFACTURER'S REQUIREMENTS
AND CURRENT CODES AND STANDARDS. PROVIDE ALL PIPING,
VALVES AND ACCESSORIES AS REQUIRED FOR FULL AND PROPER
INSTALLATION. PROVIDE FULL PORT BALL VALVE SHUT-OFFS (FULL
SIZE OF PIPE) AT ALL FIXTURE SUPPLY BRANCHES. WATER CLOSET
FLUSH VALVES AND LAVATORY FAUCETS SHALL BE ELECTRONIC
TOUCHLESS MODELS. COORDINATE WITH ELECTRICAL. WATER COOLER
SHALL BE ANS|I COMPLIANT DUAL LEVEL, LEAD FREE, VANDAL
RESISTANT. LAVATORY PIPING SHALL BE INSULATED W/LAV GUARD
BY TRUEBRO OR EQUAL. SEE PLUMBING FIXTURE SCHEDULE FOR
FURTHER REQUIREMENTS. EXACT/FINAL FIXTURE SELECTION SHALL
BE COORDINATED WITH ARCHITECT. TYPICAL.

PLUMBING NOTES:

1. THE CONTRACTOR SHALL VISIT THE PROJECT SITE PRIOR TO
BIDDING AND BECOME INFORMED AS TO THE NATURE AND
SCOPE OF WORK REQUIRED, NOTING AND ACCOUNTING FOR
EXISTING CONDITIONS. TYPICAL.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL WORK
INCLUDING TOOLS, MATERIAL, MANPOWER, ETC. REQUIRED FOR
COMPLETE AND PROPER INSTALLATION OF PROPOSED MATERIALS,

FIXTURES AND/OR EQUIPMENT.

3. ALL WORK SHALL BE PERFORMED IN A SAFE AND ORDERLY
MANNER WITH QUALIFIED AND LICENSED PERSONNEL IN
ACCORDANCE WITH STATE AND LOCAL GOVERNING AUTHORITIES
AND ALL APPLICABLE CODES AND STANDARDS. TYPICAL.

4. ALL SERVICE DISRUPTIONS MUST BE SCHEDULED A MINIMUM OF
72 HOURS IN ADVANCE WITH THE OWNER'S REPRESENTATIVE.

5. CONTRACTOR SHALL PROVIDE CLEANOUTS FOR PROPOSED
SANITARY PIPING AS REQUIRED PER CURRENT APPLICABLE
CODES AND STANDARDS. TYPICAL.

6. ROUTING OF ALL PIPING SHALL BE COORDINATED WITH
STRUCTURAL FRAMING ELEMENTS AND ALL OTHER PROJECT
DISCIPLINES. TYPICAL.

7. PROVIDE BOILER MAKE-UP WATER TO BOILERS. PROVIDE
ATMOSPHERIC ZONE BACKFLOW PREVENTER. COORDINATE WITH
MECHANICAL.

8. PROVIDE EARTHQUAKE SHUT OFF VALVE AND GAS REGULATORS
AS REQUIRED ON ALL NATURAL GAS SERVICES.

9. PROVIDE CONDENSATE DRAINAGE PIPING FOR MECHANICAL
UNITS AS REQUIRED. COORDINATE WITH MECHANICAL. TYPICAL.

10. PROPOSED PIPING SHALL BE INSULATED PER CURRENT CODES
AND STANDARDS. TYPICAL.

DESIGNATION DESCRIPTION FIXTURE FITTINGS
_ﬂ_ BALL VALVE
LAV-1 LAVATORY VITREOUS CHINA, 14"x17" OVAL, UNDERMOUNT ADA COMPLIANT LAVATORY FAUCET,
ADA COMPLIANT BATHROOM SINK TWO HANDLE, WIDE SPREAD
OVERFLOW DRAIN POLISHED CHROME —D— GATE VALVE
MOUNT AS REQUIRED FOR ADA COMPLIANCE AMERICAN STANDARD FLUENT 7186.811
KOHLER CAXTON OVAL K-2210 -
= CAP
JS-1 JANITOR SINK FLOOR MOUNTED SLOP SINK. SQUARE, MOLDED ONE- MODEL# 830AA FAUCET, CHROME PLATED —0 PIPE ELBOW, TURNED UP
PIECE SERVICE BASIN. INTEGRAL DRAIN, STAINLESS WITH VACUUM BREAKER, ADJUSTABLE WALL
STEEL STRAINER. BRACE, PAIL HOOK, 3/4- HOSE THREAD ON PIPE ELBOW. TURNED DOWN
AMERICAN STANDARD MODEL# MSBIDTG2424100 FIAT SPOUT. — '
24"X24-"X10" MODEL 832AA HOSE AND HOSE BRACKET.
MODEL 889CC MOP HANGER.
—y DOMESTIC COLD WATER SUPPLY PIPING
WC-1 WATER CLOSET FLOOR MOUNTED FLUSHOMETER CHROME PLATED, SF:’UD + DOMESTIC HOT WATER SUPPLY PIPING
ADA COMPLIANT LOW CONSUMPTION, VITREOUS CHINA, ELONGATED BOWL, | COUPLING AND FLANGE FOR 1-1/2" TOP
HIGH EFFICIENCY FLUSH VALVE SPUD, LOW CONSUMPTION
MOUNT AS REQUIRED FOR ADA COMPLIANCE SLOAN _—— SANITARY VENT PIPING
AMERICAN STANDARD NADERA FLOWISE MODEL 3461.001 | SOLID PLASTIC ELONGATED SEAT WITH OPEN
FRONT NO COVER: KOHLER K-4670-CA
PIPING TO BE PROVIDED
_— = UNDER SLAB PIPING
SH-1 SHOWER SYSTEM THROUGH CEILING PIPING CONFIGURATION, ALL BRASS SHOWER HEAD WITH BALL JOINT,
— SURFACE PRESSURE BALANCING MIXING VALVE, 18G STAINLESS SYMMONS FRE-FLO — CLEAN OUT
MOUNTED STEEL COVERING, BRUSHED FINISH
MOUNT AS REQUIRED FOR ADA COMPLIANCE ADJUSTABLE MIXING VALVE WITH SERVICE
SYMMONS HYDAPIPE H904S STOPS. az FLOOR DRAIN
FD-1 FLOOR DRAIN DUCO CAST IRON BODY WITH FLASHING COLLAR, PROVIDE W/TRAP PRIMER AND o CONNECT TO EXISTING
ADJUSTABLE STRAINER, TRAP PRIMER CONNECTION, 2" DEEP TRAP
HINGED GRATE, SEDIMENT BUCKET
JAY R. SMITH FIG. 2005
(OUTHET oL S o7 P PLUMBING ABBREVIATIONS
NOTES:

S

INSULATE SUPPLIES AND WASTE FOR ALL ADA COMPLIANT FIXTURES WITH HANDI-LAV GUARD BY TRU-BRO, TYPICAL.
SEE PLUMBING FLOOR PLANS FOR FURTHER REQUIREMENTS. TYPICAL.
COORDINATE FIXTURE CARRIERS AND ACCESSORIES WITH PLUMBING PLANS AND ARCHITECTURAL DETAILS. TYPICAL.

PROVIDE REQUIRED MANUFACTURER'S TRANSFORMERS FOR ALL TOUCHLESS FIXTURES. COORDINATE QUANTITY OF FIXTURES PER

TRANSFORMER WITH ELECTRICAL AND MANUFACTURER'S REQUIREMENTS. COORDINATE REQUIREMENTS AND INSTALLATION W/DIV. 16. TYPICAL.

C.0.
DCwW
DHW
DN
DWH
ET
EWC
F.C.0.
FD
GPH
GPM
JS
LAV
NG
NTS
SAN
™
TYP

VTR
wC

CLEANOUT

DOMESTIC COLD WATER SUPPLY
DOMESTIC HOT WATER SUPPLY
DOWN

DOMESTIC WATER HEATER
EXPANSION TANK

ELECTRIC WATER COOLER
FLOOR CLEANOUT

FLOOR DRAIN

GALLONS PER HOUR

GALLONS PER MINUTE
JANITOR'S SINK

LAVATORY

NATURAL GAS

NOT TO SCALE

SANITARY

THERMOSTATIC MIXING VALVE
TYPICAL

SANITARY VENT

SANITARY VENT THROUGH ROOF
WATER CLOSET

10.

1.

12.

13.

19.

20.

21.

22.

23.

24.

25.

26.
27.

28.

29.

30.

31.

32.

33.

34.

. COORDINATE ALL PLUMBING WORK WITH ALL OTHER PROJECT DISCIPLINES.
. PROVIDE FIXTURE SHUT-OFF VALVES AND P-TRAPS FOR ALL FIXTURES

. REFER TO AND CAREFULLY CHECK ARCHITECTURAL, ELECTRICAL AND

. UNLESS OTHERWISE INDICATED, PROVIDE A COMPLETE AND OPERATIONAL

. CONTRACTOR SHALL OBTAIN AND PAY FOR ALL REQUIRED PERMITS AND

. THE TERM "PROVIDE” SHALL MEAN "TO FURNISH, INSTALL AND CONNECT

. WHERE THE CONTRACTOR PROPOSES TO USE AN ITEM OF EQUIPMENT

. CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIR AND PAYMENT FOR

. CONTRACTOR TO CONFIRM PIPE LOCATIONS, ELEVATIONS, AND SIZES

. PROVIDE WATER SERVICE SHUT OFF VALVES ON WATER SUPPLY
. PROVIDE SEISMIC BRACING OF ALL PLUMBING PIPES PER THE CONNECTICUT

. PROVIDE WATER HAMMER ARRESTERS FOR ALL FLUSH VALVES. SIZE AND

PROVIDED. PROVIDE SANITARY, WASTE AND DOMESTIC WATER PIPING AS
REQUIRED FOR ALL FIXTURES PROVIDED.

MECHANICAL DRAWINGS AND DETAILS, NOTING LOCATIONS WHERE WALLS,
PARTITIONS, CEILINGS AND OTHER SURFACES ARE FURRED, LOCATION OF
PIPE SLEEVES, LOCATIONS OF PIPE SHAFTS AND CONFLICTS WITH WORK
OF OTHER TRADES AND ARRANGE WORK ACCORDINGLY. FURNISH ALL
OFFSETS, FITTINGS, VALVES, DRAINS, ETC. REQUIRED TO MEET SUCH
CONDITIONS.

DUE TO SCALE OF DRAWINGS, ALL REQUIRED OFFSETS, FITTINGS, VALVES,
DRAINS, ETC. MAY NOT BE INDICATED.

ALL PIPING PASSING THROUGH FIRE RATED WALLS SHALL BE PROVIDED
WITH SCHEDULE 40 STEEL PIPE SLEEVES AND SPACE BETWEEN EXTERIOR
OF PIPE AND INTERIOR OF PIPE SLEEVE PACKED WITH A FIRE RATED
MATERIAL EQUAL TO THE RATING OF THE WALL.

MECHANICAL SYSTEM INCLUDING ALL NECESSARY MATERIAL, LABOR AND
EQUIPMENT.

ARRANGE FOR ALL REQUIRED INSPECTIONS IN ACCORDANCE WITH STATE
AND LOCAL GOVERNING CODES.

COMPLETELY.”

OTHER THAN THAT SPECIFIED OR DETAILED ON THE DRAWINGS WHICH
REQUIRES ANY REDESIGN OF THE STRUCTURE, PARTITIONS, FOUNDATIONS,
PIPING, WIRING OR ANY OTHER PART OF THE MECHANICAL, ELECTRICAL OR
ARCHITECTURAL LAYOUT, ALL SUCH REDESIGN AND ALL NEW DRAWINGS
AND DETAILING REQUIRED THEREFORE, SHALL BE PREPARED AT THE
CONTRACTOR’S EXPENSE AND ARE SUBJECT TO THE REVIEW AND APPROVAL
OF THE OWNER OR HIS AUTHORIZED REPRESENTATIVE. OWNER RESERVES
THE RIGHT TO HAVE THE ARCHITECT OR ENGINEER OF HIS CHOICE PREPARE
ANY REDESIGN WORK.

ALL WORK SHALL BE DONE WITH LICENSED WORKMEN IN ACCORDANCE
WITH STATE AND LOCAL GOVERNING AUTHORITIES.

CONTRACTOR SHALL MAKE ADEQUATE PROVISIONS FOR PIPE SLOPE AND
ANCHORAGE.

BEFORE CUTTING OR DRILLING INTO BUILDING ELEMENTS, INSPECT AND
LAYOUT WORK TO AVOID DAMAGING STRUCTURAL ELEMENTS AND
BUILDING UTILITIES.

ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE LATEST
ACCEPTED:

INTERNATIONAL BUILDING CODE
CONNECTICUT BUILDING CODE
INTERNATIONAL MECHANICAL CODE
ASTM & ANSI STANDARDS.
INTERNATIONAL PLUMBING CODE
FIRE SAFETY CODE

mmoow>

ALL UTILITIES DAMAGED DURING CONSTRUCTION.

BEFORE ANY WORK IS STARTED. IF ANY DISCREPANCIES ARE FOUND
NOTIFY ENGINEER BEFORE PROCEEDING WITH WORK.

IMMEDIATELY ADJACENT TO PLUMBING FIXTURES.
BUILDING CODE.

LOCATE IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.

FOLLOW MANUFACTURER'S INSTRUCTIONS AND RECOMMENDATIONS FOR
INSTALLATION OF PROVIDED EQUIPMENT.

ALL PIPES THAT PENETRATE WALLS, FLOORS AND CEILINGS IN FINISHED
AREAS SHALL RECEIVE CHROME PLATED METAL ESCUTCHEONS.

ALL SHOP DRAWINGS OF INDIVIDUAL COMPONENTS ARE TO BE SUBMITTED
AS A COMPLETE PACKAGE.

ALL SHOP DRAWINGS OF RELATED COMPONENTS SHALL BE SUBMITTED
AS A COMPLETE PACKAGE.

ALL WORK IN INTERIOR FINISHED SPACES IS TO BE CONCEALED BEHIND
WALLS, ABOVE CEILINGS, OR UNDER THE FLOOR. PROVIDE ALL NECESSARY
CUTTING, PATCHING, REPAINTING AND/OR REPLACEMENT OF FINISHES AS
REQUIRED TO PERFORM WORK.

WRITTEN REQUESTS FOR PLANNED SHUTDOWN OR INTERRUPTION OF
BUILDING SERVICES, SYSTEMS OR EQUIPMENT SHALL BE MADE IN WRITING
72 HOURS PRIOR TO START OF THE REQUESTED SHUTDOWN PERIOD.

SUPPORT PIPING ABOVE SUSPENDED CEILING, FROM CONSTRUCTION ABOVE,
AS CLOSE AS POSSIBLE TO BOTTOM OF SLABS, BEAMS, MAINTAINING
MAXIMUM HEADROOM AT ALL TIMES.

PROVIDE CLEANOUTS PER PLUMBING CODE.

ISLE AND CORRIDOR WAYS THROUGH CONSTRUCTION AREAS WHICH ARE
REQUIRED FOR EGRESS (NORMAL OR EMERGENCY) SHALL BE KEPT CLEAR
OF MATERIAL, EQUIPMENT, & DEBRIS.

ALL WORK SHALL BE LICENSED WORKMAN IN ACCORDANCE WITH STATE
AND LOCAL GOVERNING AUTHORITIES.

ALL DOMESTIC WATER PIPING SHALL BE COPPER TUBE: ASTM B 88, TYPE L
WATER TUBE, DRAWN TEMPER. FITTINGS SHALL BE WROUGHT COPPER SOLDER
JOINT FITTINGS: ANSI B16.22, STREAMLINED PATTERN.

ABOVE GROUND DRAINAGE AND VENT PIPE AND FITTINGS A. COPPER TUBE:
ASTM B306, TYPE DWV FOR PIPE, AND CAST BRONZE, DRAINAGE PATTERN
FITTINGS, WITH SOLDERED JOINTS. 1. SOLDER FILLER MATERIALS: ASTM B32,
50 50 TIN LEAD SOLDER. B. CAST IRON SOIL PIPE: ASTM A74, SERVICE
WEIGHT, HUB AND SPIGOT SOIL PIPE AND FITTINGS. 1. CLAMPS AND
GASKETS: ASTM C564. C. HUBLESS CAST IRON SOIL PIPE: CISPI STANDARD
301, SERVICE WEIGHT, CAST IRON SOIL PIPE AND FITTINGS, WITH NEOPRENE
GASKETS CONFORMING TO CISPI STANDARD 310.

UNDERGROUND BUILDING DRAIN PIPE AND FITTINGS A. CAST IRON SOIL PIPE]
ASTM A74, EXTRA HEAVY WEIGHT, HUB AND SPIGOT SOIL PIPE AND FITTINGS.
PIPE AND FITTINGS SHALL HAVE A HEAVY COATING OF COAL TAR VARNISH
OR ASPHALTUM ON BOTH INSIDE AND OUTSIDE SURFACES. 1. NEOPRENE
COMPRESSION GASKETS: ASTM C564.

INSULATE ALL PLUMIBNG PIPING AND FITTINGS IN ACCORDANCE WITH THE
2021 INTERNATIONAL ENERGY CONSERVATION CODE (IECC).

NATURAL GAS PIPING SHALL BE B. STEEL PIPE: ASTM A 53, SCHEDULE 40,
SEAMLESS, BLACK STEEL PIPE, BEVELED ENDS. STEEL FITTINGS: ASTM A 234,
SEAMLESS OR WELDED, FOR WELDED JOINTS. MALLEABLE-IRON THREADED
FITTINGS: ANSI B16.3, CLASS 150, STANDARD PATTERN, FOR THREADED
JOINTS. THREADS SHALL CONFORM TO ANSI B1.20.1.

PROVIDE PLUMBING IDENTIFICATION FOR ALL MAJOR PIECES OF EQUIPMENT
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EXISTING EXHAUST FAN, DUCTWORK AND

EXISTING BASEBOARD RADIATION, PIPING
AND ASSOCIATED ACCESSORIES TO BE
REMOVED. TYPICAL.

TYPICAL.

EXISTING DUCTWORK, GRILLES AND
ASSOCIATED ACCESSORIES TO REMAIN.
TYPICAL.

\ P [ 1]

"
A

}_.
A\X

N

EXISTING CEILING MOUNTED EXHAUST FAN,
DUCTWORK AND ASSOCIATED ACCESSORIES
TO BE REMOVED. TYPICAL.

EXISTING THERMOSTAT AND ASSOCIATED
ACCESSORIES TO REMAIN AND BE
RELOCATED AS REQUIRED. TYPICAL.

PARTIAL SECOND FLOOR BATHROOMS
MECHANICAL DEMOLITION PLAN

SCALE: 1/4"=1'-0"

UpP

EXISTING EXHAUST FAN, DUCTWORK AND
ASSOCIATED ACCESSORIES TO BE REMOVED.
TYPICAL.

EXISTING HYDRONIC BASEBOARD
RADIATION, PIPING AND ASSOCIATED
ACCESSORIES TO BE REMOVED. CAP
EXISTING PIPING AS REQUIRED. TYPICAL.

PARTIAL FIRST FLOOR BATHROOM
MECHANICAL DEMOLITION PLAN

SCALE: 1/4"=1'-0"

ASSOCIATED ACCESSORIES TO BE REMOVED.

PROVIDE HYDRONIC BASEBOARD RADIATION,
PIPING AND ASSOCIATED ACCESSORIES.
CONNECT TO EXISTING HWS/HWR PIPING
AS REQUIRED. COORDINATE EXACT
LOCATION IN FIELD. SEE DETAILS FOR
FURTHER REQUIREMENTS. TYPICAL.

B /— I —

= 77777777
BR-1

200 407
CFM

PROVIDE SUPPLY AIR DIFFUSER. BALANCE
TO AIR FLOW SHOWN. TYPICAL.

v
T )0 G
/ -
/] BR-1
1 407 |
] 40 !
/ \\
= A 200
CFM \\_ CONNECT TO EXISTING. TYPICAL.
=
V‘v‘v‘v‘i”%% ® 10”x8"
> [
CJ@ PROVIDE DUCTWORK UP TO ROOF MOUNTED
T 12”10 EXHAUST FAN EF-1. COORDINATE EXACT
= @ 106 LOCATION IN FIELD. TYPICAL.
> B cru
00
N\ | [ CFM 0
AADN Z 8”)(6" 74% y '6"¢
7 2 PROVIDE THERMOSTAT AND CONNECT TO
/ p Do BASEBOARD CONTROL VALVE. TYPICAL.
/| BR-1 Bcru D &6
] 40 L
/4
il / 1Oﬂx8"
A =7
200\ 6988
[ g S |
@ 2 TP \\ —
: PROVIDE CEILING MOUNTED EXHAUST FAN,
A DUCTWORK TO SIDEWALL TERMINATION AND
ASSOCIATED ACCESSORIES. COORDINATE
EXACT LOCATION IN FIELD. TYPICAL.

PARTIAL SECOND FLOOR BATHROOMS

MECHANICAL PLAN

SCALE: 1/4"=1'-0"

UpP

PROVIDE WALL MOUNTED HYDRONIC

CABINET UNIT HEATER AND ASSOCIATED

ACCESSORIES. CONNECT TO EXISTING
1= —r— HWS/HWR PIPING AS REQUIRED. TYPICAL.

\\ \

m
b
‘(»l

—
= 4
s

(—— ) i:\

-
\ i PROVIDE CEILING MOUNTED EXHAUST FAN,
N / ‘ — DUCTWORK TO SIDEWALL TERMINATION AND
\ 1, [ ) ASSOCIATED ACCESSORIES. COORDINATE
\ NI EXACT LOCATION IN FIELD. TYPICAL.
~ 4|5 5Us E

PARTIAL FIRST FLOOR BATHROOM
MECHANICAL PLAN

SCALE: 1/4"=1"-0"
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REVISIONS:

A DATE DESCRIPTION

MECHANICAL NOTES:
1.

THE CONTRACTOR SHALL VISIT THE PROJECT SITE, PRIOR TO
BIDDING, AND BECOME INFORMED AS TO THE NATURE AND
SCOPE OF WORK REQUIRED, NOTING AND ACCOUNTING FOR
EXISTING CONDITIONS. TYPICAL.

COORDINATE ALL WORK WITH EXISTING/PROPOSED CONDITIONS.
TYPICAL.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL WORK
INCLUDING TOOLS, MATERIAL, MANPOWER, ETC. REQUIRED FOR
COMPLETE AND PROPER INSTALLATION OF PROPOSED MATERIALS,
FIXTURES AND/OR EQUIPMENT.

DRAWINGS ARE DIAGRAMMATIC. CONTRACTOR SHALL FIELD VERIFY
ALL LOCATIONS, QUANTITIES AND DIMENSIONS OF EXISTING
MATERIALS, PIPING, CONDUIT, FIXTURES AND/OR EQUIPMENT WITHIN
AND AFFECTING PROJECT SCOPE OF WORK.

ALL WORK SHALL BE PERFORMED IN A SAFE AND ORDERLY
MANNER WITH QUALIFIED AND LICENSED PERSONNEL IN
ACCORDANCE WITH STATE AND LOCAL GOVERNING AUTHORITIES
AND ALL APPLICABLE CODES AND STANDARDS. TYPICAL.

. ALL SERVICE DISRUPTIONS MUST BE SCHEDULED A MINIMUM OF

72 HOURS IN ADVANCE WITH THE OWNER'S REPRESENTATIVE.

PROVIDE ALL REQUIRED PENETRATIONS. COORDINATE WITH
STRUCTURAL ELEMENTS. FIRE STOP ALL PENETRATIONS. TYPICAL

ROUTING OF ALL PIPING/DUCTWORK SHALL BE COORDINATED WITH
EXISTING/PROPOSED CONDITIONS, STRUCTURAL FRAMING ELEMENTS
AND ALL OTHER PROJECT DISCIPLINES. TYPICAL
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RADIATION
ENCLOSURE (TYP.) HEATING ELEMENT.
SEE SCHEDULE

FOR TIERS AND

ADDITIONAL
./“f\ REQUIREMENTS.
MANUAL
\‘—\&H / AIR VENT
*I75~I ! e b —
FULL PORT N
BALL VALVE ’E UNION 1
PROVIDE CIRCUIT
FLOOR SETTER. TYPICAL.

24 VAC ZONE VALVE
PROVIDED BY CONTROLS CONTRACTOR
INSTALLED BY MECHANICAL CONTRACTOR

NOTES:

1) PROVIDE BALL VALVE AT SUPPLY ENTRANCE AND RETURN
EXIT OF EACH ZONE, PROVIDE UNION AT ALL ELEMENT
CONNECTIONS. TYPICAL.

2) CONTRACTOR TO COORDINATE SIZE AND SHAPE OF SERVICE
AND VALVES WITH END ENCLOSURE PIECES.

3) HOT WATER SUPPLY AND HOT WATER RETURN PIPING
TO BE CONCEALED IN ENCLOSURE, WALL, OR CEILING.

FIN TUBE RADIATION DETAIL

SCALE: N.T.S.

ENCLOSURE (TYP.) HEATING ELEMENT.
SEE SCHEDULE
FOR TIERS AND

ADDITIONAL
./“/\ REQUIREMENTS.
MANUAL
\\&H / AIR VENT
*VHI | mw

l

FULL PORT
BALL VALVE I

PROVIDE CIRCUIT
FLOOR SETTER. TYPICAL.

24 VAC ZONE VALVE
PROVIDED BY CONTROLS CONTRACTOR
INSTALLED BY MECHANICAL CONTRACTOR

NOTES:

1) PROVIDE BALL VALVE AT SUPPLY ENTRANCE AND RETURN
EXIT OF EACH ZONE, PROVIDE UNION AT ALL ELEMENT
CONNECTIONS. TYPICAL.

2) CONTRACTOR TO COORDINATE SIZE AND SHAPE OF SERVICE
AND VALVES WITH END ENCLOSURE PIECES.

3) HOT WATER SUPPLY AND HOT WATER RETURN PIPING
TO BE CONCEALED IN ENCLOSURE, WALL, OR CEILING.

HOT WATER CABINET UNIT HEATER DETAIL

SCALE: N.T.S.

FILL VOID BETWEEN FLOOR
AND PIPE WITH U.L. LISTED
FIRE STOPPING MATERIAL
COMPATIBLE WITH PIPE.

. —\(\‘

SCHEDULE 40 SLEEVE TYPICAL.

/ L \
_€@

ASSEMBLY RATING

INSTALLATION ASSEMBLY SHALL PROVIDE
AN APPROVED THROUGH-PENETRATION
THAT HAS BEEN LISTED IN ACCORDANCE
WITH ASTM E814

TYPICAL FLOOR PIPE PENETRATION
FIRE STOPPING DETAIL

SCALE: N.T.S.

REGISTER, GRILLE AND DIFFUSER SCHEDULE

MECHANICAL ABBREVIATIONS

AR INLET/ | NECK SIZE TYPE MAX. | MANUFACTURER MODEL FINISH AND ACCESSORIES
OUTLINE TYPE CFM
® 6" 4-WAY | 125 TITUS TMSA-AA SEE NOTES BELOW
10"x10” EXHAUST | 200 TITUS 50F SEE NOTES BELOW
NOTES:

1. COORDINATE FINISH WITH OWNER.

2. ALL AIR INLETS AND OUTLETS SHALL BE CONSTRUCTED OF EXTRUDED ALUMINUM. TYPICAL.
3. PROVIDE ALL MANUFACTURER ACCESSORIES FOR COMPLETE AND APPROPRIATE INSTALLATION. TYPICAL.

BASEBOARD RADIATION SCHEDULE

HEATER NO. BR-1
LOCATION AS SHOWN
FLUID H20

HEAT CAPACITY PER FOOT (BTH/H) | 720

FINS PER LINEAR FOOT/TIERS 32/1
DESIGN BASED MODEL JDVA 14
DESIGN BASED MANUFACTURER STERLING

NOTES:
1. SEE SPECIFICATIONS FOR FURTHER

2. INSTALL PER MANUFACTURERS INSTALLATION INSTRUCTIONS AND ALL APPLICABLE CODES.
3. PROVIDE FULL HEIGHT BACKPLATE AND WALL MOUNTED BRACKETS AS REQUIRED. TYPICAL.
3. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS PRIOR TO ORDERING. TYPICAL.

REQUIREMENTS.

CABINET UNIT HEATER SCHEDULE

UNIT NO. CUH-1
LOCATION AS SHOWN
FLUID TYPE 30% PG
HEAT CAPACITY (BTH/H) 22,800
FLOW RATE (GPM) 2.28
DESIGN BASED MODEL RW-03
DESIGN BASED MANUFACTURER STERLING

NOTES:
1. SEE SPECIFICATIONS FOR FURTHER

2.. INSTALL PER MANUFACTURERS INSTALLATION INSTRUCTIONS AND ALL APPLICABLE CODES.
3. PROVIDE THE FOLLOWING ACCESSORIES: 18 GA ENCLOSURE, ACCESS DOORS AND BACK/
4.

SIDE INSULATION.

COORDINATE CABINET LENGTH, DEPTH AND HEIGHT WITH EXISTING/PROPOSED PRIOR TO

ORDERING. TYPICAL.

REQUIREMENTS.

EXHAUST FAN SCHEDULE

EXHAUST FAN NO. EF-1 EF-2 EF-3
SERVICE AS SHOWN AS SHOWN AS SHOWN
LOCATION ROOF CEILING CEILING
AIR FLOW (SCFM) 1,000 100 200

EXT. STATIC PRESS. (IWG) 375 .25 .25

DRIVE TYPE DIRECT DIRECT DIRECT
MOTOR HP (WATTS) VG 1/4 (29.7) (185)
ELECT. CHARAC. (V/PH/HZ?) 115,/1,/60 115/1,/60 115,/1,/60
LOCAL DISCONNECT YES YES YES
BACKDRAFT DAMPER YES YES YES
DESIGN BASED MODEL G-099 VG SP-B110ES SP-B200
DESIGN BASED MANUFACTURER | GREENHECK GREENHECK GREENHECK

NOTES:

1. INSTALL PER MANUFACTURERS INSTALLATION INSTRUCTIONS AND ALL APPLICABLE CODES.

2. EF-2 SHALL OPERATE CONTINUOUSLY.
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SCHEDULE 40 SLEEVE
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INSTALLATION
AN APPROVED

ASSEMBLY RATING

ASSEMBLY SHALL PROVIDE
THROUGH-PENETRATION

THAT HAS BEEN LISTED IN ACCORDANCE
WITH ASTM E814

FILL VOID BETWEEN WALL AND PIPE
WITH U.L. LISTED FIRE STOPPING
MATERIAL COMPATIBLE WITH PIPE.

TYPICAL WALL PIPE PENETRATION

FIRE STOPPING DETAIL

SCALE: N.T.S.

AD
AF
AFF
AMP
BHP
BTU
BTUH
c
CENTRIF
CFM
DB
EAT
ESP
FFF
FPM
FPS
FT
GPM
HP
HT
ID

IN

L
LAT
LVR
LWT
MAX
MBH
MIN
NTS
OA
PRV
PSIA
PSIG
RH
RPM
SENS
SP
TEMP
TONS

ACCESS DOOR

AIR FILTER

ABOVE FINISHED FLOOR
AMPERE

BRAKE HORSE POWER
BRITISH THERMAL UNIT
BRITISH THERMAL UNIT/HOUR
CONDENSATE

CENTRIFUGAL

CUBIC FEET PER MINUTE
DRY BULB

ENTERING AIR TEMPERATURE
EXTERNAL STATIC PRESSURE
FROM FINISHED FLOOR

FEET PER MINUTE

FEET PER SECOND

FEET

GALLONS PER MINUTE
HORSEPOWER

HEIGHT

INSIDE DIAMETER

INCHES

LENGTH

LEAVING AIR TEMPERATURE
LOUVER

LEAVING WATER TEMPERATURE
MAXIMUM

THOUSAND BTU/HOUR
MINIMUM

NOT TO SCALE

OUTSIDE AIR

PRESSURE RELIEF VALVE
POUNDS PER SQUARE INCH ABSOLUTE
POUNDS PER SQUARE INCH GAUGE
RELATIVE HUMIDITY
REVOLUTIONS PER MINUTE
SENSOR

STATIC PRESSURE
TEMPERATURE

TONS OF REFRIGERATION

MECHANICAL GENERAL NOTES

MECHANICAL SYMBOL LIST

%) DIAMETER
— PIPING
QIO) THERMOSTAT/SENSOR
o—+ PIPE ELBOW, TURNED UP
c—+ PIPE ELBOW, TURNED DOWN
—O— PIPE TEE, OUTLET UP
) CONNECT TO EXISTING

1.

2.

3.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24.

25.

26.

27.

28.

29.

30.

31.

32.

33.

34,

35.

36.

37.

REFER TO SPECIFICATIONS AND BID DOCUMENTS FOR ADDITIONAL CONTRACT
REQUIREMENTS.

MECHANICAL DRAWINGS TO BE USED IN CONJUNCTION WITH ARCHITECTURAL,
STRUCTURAL, FIRE PROTECTION, PLUMBING AND ELECTRICAL DRAWINGS.

NOTES BELOW ARE NOT INTENDED TO REPLACE SPECIFICATIONS. SEE
SPECIFICATIONS FOR REQUIREMENTS IN ADDITION TO DRAWING NOTES.

. MECHANICAL DRAWINGS DO NOT NECESSARILY SHOW ALL RELATED WORK

CONTRACTOR TO USE ALL DRAWINGS IN CONTRACT DOCUMENTS FOR DIVISION
15 MECHANICAL WORK.

. UNLESS OTHERWISE INDICATED, PROVIDE A COMPLETE AND OPERATIONAL

MECHANICAL SYSTEM INCLUDING ALL NECESSARY MATERIAL, LABOR AND
EQUIPMENT.

. MECHANICAL PLANS, DETAILS AND ONE LINE DIAGRAMS SHOW THE GENERAL

LOCATION AND ARRANGEMENT OF THE SYSTEM. THESE ARE DIAGRAMMATIC
AND DO NOT SHOW ALL BENDS, COUPLINGS, OFFSETS, VALVES, DRAINS,
FITTINGS, HANGERS, CLEANOUTS AND ACCESS DOORS WHICH THE CONTRACTOR
MUST PROVIDE TO COMPLETE THE SYSTEM.

. PLANS AND DETAILS DO NOT SHOW ALL INTERFERENCES AND CONDITIONS,

VISIBLE AND/OR HIDDEN, THAT MAY EXIST; THUS REQUIRING THE CONTRACTOR
TO INSPECT AND SURVEY THE SPACE BEFORE PERFORMING THE WORK.

. BEFORE SELECTING MATERIAL AND EQUIPMENT AND PROCEEDING WITH WORK,

INSPECT AREAS WHERE MATERIAL AND EQUIPMENT ARE TO BE INSTALLED
EO INSURCE SUITABILITY, AND CHECK NEEDED SPACE FOR PLACEMENT AND
LEARANCES.

. BEFORE CUTTING OR DRILLING INTO BUILDING ELEMENTS, INSPECT AND LAYOUT

WORK TO AVOID DAMAGING STRUCTURAL ELEMENTS AND BUILDING UTILITIES.

LOCATE ALL EQUIPMENT WHICH REQUIRES SERVICING IN FULLY ACCESSIBLE
POSITIONS. IF REQUIRED FOR BETTER ACCESSIBILITY, FURNISH ACCESS DOORS
FOR THAT PURPOSE. MINOR DEVIATIONS FROM DRAWINGS ALLOWED

FOR BETTER ACCESSIBILITY. ANY CHANGE SHALL BE SUBMITTED TO THE
OWNER'S REPRESENTATIVE FOR APPROVAL.

COORDINATE WORK WITH OTHER DIVISIONS AND SPECIFICATIONS ON THIS
PROJECT.

ALL WORK IN INTERIOR FINISHED SPACES IS TO BE CONCEALED BEHIND WALLS,
ABOVE CEILINGS OR HUNG CEILINGS, OR UNDER THE FLOOR. PROVIDE ALL
NECESSARY CUTTING, PATCHING, REPAINTING AND/OR REPLACEMENT OF
CEILING TILES AS REQUIRED TO PERFORM WORK.

ALL EQUIPMENT REQUIRED TO BE LISTED OR APPROVED BY A TESTING
LABORATORY SHALL BEAR A LABEL OF SUCH LABORATORY.

THE CONTRACTOR SHALL OBTAIN ALL REQUIRED PERMITS AND ARRANGE
FOR ALL REQUIRED INSPECTIONS IN ACCORDANCE WITH STATE AND LOCAL
GOVERNING AUTHORITIES.

ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE MOST CURRENT
RECOGNIZED:

. CONNECTICUT BASIC BUILDING CODE AND SUPPLEMENTS
INTERNATIONAL ENERGY CONSERVATION CODE

INTERNATIONAL PLUMBING CODE

INTERNATIONAL MECHANICAL CODE

NATIONAL ELECTRIC CODE

IF- A MANUFACTURER OF EQUIPMENT REQUIRES LARGER CAPACITY CIRCUITRY
AND/OR EQUIPMENT; THE CONTRACTOR SHALL PROVIDE SUCH CAPACITY
AND/OR EQUIPMENT UNDER HIS CONTRACT AT NO COST TO THE OWNER.

IF A MANUFACTURER OF PROVIDED EQUIPMENT RECOMMENDS ACCESSORY(S)
OR OPTION§S§ FOR THE SUPPLIED EQUIPMENT; THE CONTRACTOR SHALL PROVIDE
ésv(’iIESRSOR (S) OR OPTION(S) UNDER HIS CONTRACT AT NO COST TO THE

THE TERM "INDICATED” SHALL MEAN "AS SHOWN ON CONTRACT DOCUMENTS
(SPECIFICATIONS, DRAWINGS AND RELATED ATTACHMENTS)".

THE TERM "PROVIDE” SHALL MEAN "TO FURNISH, INSTALL AND CONNECT
COMPLETELY".

ISLE AND CORRIDOR WAYS THROUGH CONSTRUCTION AREAS WHICH ARE
REQUIRED FOR EGRESS (TNORMAL OR EMERGENCY) SHALL BE KEPT CLEAR
OF MATERIAL, EQUIPMENT AND DEBRIS.

COORDINATE ALL WORK WITH THE OWNER’S REPRESENTATIVE.

PROVIDE ALL CRANES, RIGGING AND STREET STAGING, AND TRAFFIC CONTROL
NEEDED TO INSTALL EQUIPMENT PROVIDED.

REFER TO ARCHITECTURAL REFLECTED CEILING PLANS FOR THE LOCATION
OF MECHANICAL AND ELECTRICAL ITEMS TO BE INSTALLED IN THE CEILING.

UNLESS OTHERWISE INDICATED, PROVIDE CONTROL WIRING FOR ALL MECHANICAL
SYSTEM EQUIPMENT.

CONTRACTOR SHALL COORDINATE ELECTRICAL REQUIREMENTS OF MECHANICAL
EQUIPMENT WITH DIVISION 26.

UNLESS OTHERWISE INDICATED, SUPPORT PIPES WITH HANGER SPACING IN
ACCORDANCE WITH THE INTERNATIONAL MECHANICAL CODE.

CONTRACTOR SHALL MAKE ADEQUATE PROVISIONS FOR PIPE EXPANSION,
CONTRACTION, SLOPE AND ANCHORAGE.

UNLESS OTHERWISE INDICATED, CONTRACTOR SHALL INSULATE ALL HVAC
SYSTEM PIPING SYSTEMS AND HVAC SYSTEM SUPPLY AND RETURN DUCTWORK.

UNLESS OTHERWISE INDICATED, ALL DUCTWORK, PIPING AND WIRING SHALL
BE CONCEALED ABOVE CEILINGS AND/OR IN WALLS.

PLANS DO NOT SHOW ALL EQUIPMENT, VALVES, FITTINGS AND CONNECTIONS.
SEE PIPING RISER DIAGRAMS, DETAILS, SCHEDULES AND SPECIFICATIONS FOR
ADDITIONAL REQUIREMENTS.

SUBMIT FOR REVIEW DETAILED SHOP DRAWINGS FOR ALL EQUIPMENT AND
MATERIAL REQUIRED TO COMPLETE THE WORK. NO MATERIAL OR EQUIPMENT
MAY BE DELIVERED TO THE JOB SITE OR INSTALLED UNTIL ACCEPTED SHOP
DRAWINGS FOR THE PARTICULAR MATERIAL OR EQUIPMENT HAS BEEN
APPROVED BY THE OWNER OR HIS AUTHORIZED REPRESENTATIVE WHERE

THE CONTRACTOR PROPOSES TO USE AN ITEM OF EQUIPMENT OTHER THAN
SPECIFIED OR DETAILED ON THE DRAWINGS, WHICH REQUIRES ANY REDESIGN
OF THE STRUCTURE, PARTITIONS, FOUNDATIONS, PIPING, WIRING OR ANY OTHER
PART OF THE MECHANICAL, ELECTRICAL OR ARCHITECTURAL LAYOUT ALL
SUCH REDESIGN AND ALL NEW DRAWINGS AND DETAILING REQUIRED THERE-
FORE, SHALL BE PREPARED AT THE CONTRACTOR'S EXPENSE AND IS SUBJECT
TO THE REVIEW AND APPROVAL OF THE OWNER OR HIS AUTHORIZED
REPRESENTATIVE. OWNER RESERVES THE RIGHT TO HAVE THE ARCHITECT

OR ENGINEER OF HIS CHOICE PREPARE ANY REDESIGN WORK.

TURN OVER TO THE OWNER ALL MANUFACTURER'S WARRANTIES FOR EQUIPMENT
AND MATERIAL PROVIDED.

THE CONTRACTOR MAY SUBSTITUTE EQUIPMENT OF ANOTHER MANUFACTURER
IF IT IS OF EQUAL QUALITY AND RATING, SUBJECT TO OWNER'S AND
ENGINEER'S REVIEW AND ACCEPTANCE. WHERE CONTRACTOR SUBSTITUTES
EQUIPMENT REQUIRING DIFFERENT SYSTEM CONFIGURATION, HE SHALL BE
RESPONSIBLE FOR PROVIDING INSTALLATION SHOP DRAWINGS AND ALL RELATED
ACCESSORY EQUIPMENT FOR A COMPLETE SYSTEM INSTALLATION.

ASCERTAIN FROM EXAMINATION OF THE DRAWINGS, ANY SPECIAL TEMPORARY
OPENINGS AND STRUCTURAL LOADING IN THE BUILDING REQUIRED FOR THE
ADMISSION OF APPARATUS PROVIDED UNDER THIS DIVISION. NOTIFY THE
OWNER ACCORDINGLY. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
ASSEMBLY AND DISASSEMBLY OR EQUIPMENT AS REQUIRED TO PLACE
EQUIPMENT IN ITS FINAL LOCATIONS.

UNLESS OTHERWISE INDICATED, PROVIDE 14 GAUGE GALVANIZED PIPE SLEEVES
TWO (2) SIZES LARGER THAN THE PIPE OR INSULATION WHERE SUCH
ASSEMBLIES PENETRATE WALLS, PARTITIONS, FLOORS OR STRUCTURAL MEMBERS.

ALL VOIDS BETWEEN PIPES SHALL BE FILLED WITH A FIRE TESTED AND
APPROVED ELASTOMERIC CAULKING MATERIAL.

ALL WORK SHALL BE DONE WITH LICENSED WORKMEN IN ACCORDANCE WITH
STATE AND LOCAL GOVERNING AUTHORITIES.
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REMOVE EXISTING WALL MOUNTED

SPEAKERS AND ASSOCIATED WIRING/
CONDUIT BACK TO LAST ACTIVE SOURCE.

REMOVE EXISTING FIRE ALARM BELL AND

ASSOCIATED WIRING/ CONDUIT BACK TO
LAST ACTIVE SOURCE.

T}
[E}

REMOVE EXISTING TIMER SWITCH AND
ASSOCIATED WIRING/CONDUIT BACK TO

LAST ACTIVE SOURCE.

REMOVE EXISTING LUMINAIRE AND
ASSOCIATED WIRING/CONDUIT BACK
TO LAST ACTIVE SOURCE. TYPICAL.

SPK]|SPK

£Q

N\
%& ES

REMOVE EXISTING ELECTRICAL PANELBOARDS TO ALLOW
FOR DEMOLITION OF WALL. EXISTING FEEDER CIRCUITS
TO REMAIN AND BE REROUTED TO PROPOSED LOAD
CENTERS. EXISTING BRANCH CIRCUITS WHICH ARE NOT
CALLED TO BE DEMOLISHED SHALL BE REROUTED TO
PROPOSED LOAD CENTERS. REROUTE/MODIFY/EXTEND
EXISTING WIRING/CONDUIT AS REQUIRED PER NEC FOR
CONNECTION TO PROPOSED LOAD CENTERS. REFER TO

PROPOSED PLANS FOR FURTHER REQUIREMENTS.

REMOVE EXISTING LUMINAIRE AND
ASSOCIATED WIRING/CONDUIT BACK TO
LAST ACTIVE SOURCE. TYPICAL.

REMOVE EXISTING SHOWER LUMINAIRE AND
ASSOCIATED WIRING/CONDUIT BACK TO

LAST ACTIVE SOURCE. TYPICAL.

REMOVE EXISTING ELECTRICAL CONNECTION
TO COMBINATION FAN/LIGHT BEING

DEMOLISHED AND ASSOCIATED WIRING/
CONDUIT BACK TO LAST ACTIVE SOURCE.

EXISTING CEILING MOUNTED SPEAKER TO BE
SALVAGED AND REUSED. SECURE EXISTING
WIRING/CONDUIT AS REQUIRED TO ALLOW FOR
DEMOLITION WORK TO TAKE PLACE WITHOUT
DAMAGING SAID WIRING/CONDUIT. TYPICAL.

REMOVE EXISTING RECEPTACLE AND

ASSOCIATED WIRING/CONDUIT BACK TO
LAST ACTIVE SOURCE. TYPICAL.

REMOVE EXISTING VANITY LUMINAIRE AND
ASSOCIATED WIRING/CONDUIT BACK TO

LAST ACTIVE SOURCE. TYPICAL.

REMOVE EXISTING SWITCH AND ASSOCIATED

WIRING/CONDUIT BACK TO LAST ACTIVE
SOURCE. TYPICAL.

REMOVE EXISTING LUMINAIRE AND
ASSOCIATED WIRING/CONDUIT BACK
TO LAST ACTIVE SOURCE. TYPICAL.

REMOVE EXISTING HEAT DETECTOR
AND ASSOCIATED WIRING/CONDUIT
BACK TO LAST ACTIVE SOURCE.
TYPICAL.

REMOVE EXISTING WALL MOUNTED
LUMINAIRE AND ASSOCIATED
WIRING /CONDUIT BACK TO LAST
ACTIVE SOURCE. TYPICAL.

RIS

REMOVE AND RELOCATE EXISTING
RECESSED ENCLOSURE LOCATED ABOVE
THE PANELBOARDS. REROUTE/MODIFY
/EXTEND EXISTING WIRING/ CONDUIT AS
REQUIRED FOR RELOCATION. RELOCATE
ADJACENT TO PROPOSED LOAD CENTERS.

REMOVE EXISTING SWITCH AND ASSOCIATED
WIRING /CONDUIT BACK TO LAST ACTIVE
SOURCE. TYPICAL.

REMOVE EXISTING JUNCTION BOX AND
ASSOCIATED WIRING/CONDUIT TO ALLOW
FOR DEMOLITION OF EXISTING WALL.
REROUTE /MODIFY/EXTEND EXISTING
CIRCUITRY TO MAINTAIN CONTINUITY OF
CIRCUIT.

REMOVE EXISTING LUMINAIRES LOCATED
ABOVE CEILING. SPLICE WIRING TO MAINTAIN
CONTINUITY OF CIRCUIT. PROVIDE COVER
PLATE FOR OUTLET BOX. TYPICAL.

PARTIAL SECOND FLOOR BATHROOMS

ELECTRICAL DEMOLITION PLAN

REMOVE EXISTING SWITCHES, LIGHTING
AND RECEPTACLES AND ASSOCIATED

WIRING /CONDUIT BACK TO LAST ACTIVE

SCALE: 1/4"=1"-0"

UP

SOURCE. TYPICAL.

(o]

===

PARTIAL FIRST FLOOR BATHROOM

ELECTRICAL DEMOLITION PLAN

SCALE: 1/4"=1"-0"

PROVIDE CEILING MOUNTED SPEAKER
COMPATIBLE WITH EXISTING PA SYSTEM.
PROVIDE ALL ASSOCIATED CABLING,
CONDUIT, COMPONENTS, ETC. REQUIRED

FOR CONNECTION TO PA SYSTEM. TYPICAL.—\
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PROVIDE SINGLE POLE SWITCH. TYPICAL.

————— PROVIDE LUMINAIRE OF TYPE INDICATED.
> REFER TO LUMINAIRE SCHEDULE. TYPICAL.

PARTIAL SECOND FLOOR BATHROOMS
ELECTRICAL PLAN

SCALE: 1/4"=1"-0"

PROVIDE OCCUPANCY SENSOR SWITCH
WITH MANUAL ON/OFF BUTTON.

PROVIDE FIRE ALARM VISUAL
NOTIFICATION DEVICE COMPATIBLE
WITH EXISTING FIRE ALARM SYSTEM.
PROVIDE INTERCONNECTION TO FIRE
ALARM SYSTEM. TYPICAL.

PROVIDE SINGLE POLE SWITCH.

PROVIDE LUMINAIRE OF TYPE INDICATED.
REFER TO LUMINAIRE SCHEDULE.

PROVIDE GFClI DUPLEX RECEPTACLE.
TYPICAL.

PARTIAL FIRST FLOOR BATHROOM
ELECTRICAL PLAN

SCALE: 1/4"=1"-0"

PROVIDE CEILING MOUNTED, DUAL TECHNOLOGY
OCCUPANCY SENSOR FOR CONTROL OF EXHAUST
FAN ’EF-1. ACTIVATION OF EXHAUST FAN
OCCUPANCY SENSOR IN ANY OF THE FIVE
RESTROOMS SHALL ACTIVATE EF-1. PROVIDE ALL
WIRING, CONDUIT, RELAYS, POWER PACKS, ETC,
REQUIRED. REFER TO SPECIFICATIONS FOR FURTHER
REQUIREMENTS. TYPICAL.

PROVIDE LUMINAIRE OF TYPE INDICATED.
REFER TO LUMINAIRE SCHEDULE. TYPICAL.

PROVIDE OCCUPANCY SENSOR SWITCH WITH
MANUAL ON/OFF BUTTON. TYPICAL.

PROVIDE ELECTRICAL CONNECTION TO EXHAUST
FAN EF-1 BEING LOCATED ON ROOF. PROVIDE
NEMA 3R LOCAL DISCONNECT SWITCH WITH
THERMAL OVERLOAD PROTECTION.

PROVIDE EXIT SIGN OF TYPE INDICATED.
REFER TO LUMINAIRE SCHEDULE.

PROVIDE LUMINAIRE OF TYPE INDICATED.
REFER TO LUMINAIRE SCHEDULE. TYPICAL.

PROVIDE CEILING MOUNTED, DUAL TECHNOLOGY
OCCUPANCY SENSOR. PROVIDE ALL WIRING,
CONDUIT, RELAYS, POWER PACKS, ETC, REQUIRED.

PROVIDE RECESSED LOAD CENTER. RECONNECT
EXISTING FEEDER AND BRANCH CIRCUIT
WIRING /CONDUIT TO EXISTING CIRCUITS TO
REMAIN. REROUTE/MODIFY/EXTEND EXISTING
CIRCUITRY AS REQUIRED FOR RECONNECTIONS.
REFER TO PANELBOARD SCHEDULES AND
SPECIFICATIONS FOR FURTHER REQUIREMENTS.
TYPICAL LP5A AND LP5B.

PROVIDE FIRE ALARM AUDIBLE /VISUAL
NOTIFICATION DEVICE COMPATIBLE WITH
EXISTING FIRE ALARM SYSTEM. PROVIDE
INTERCONNECTION TO FIRE ALARM SYSTEM.

PROVIDE VACANCY SENSOR SWITCH
(MANUAL-ON / AUTO-OFF).

PROVIDE GFCI DUPLEX RECEPTACLE.
TYPICAL.

PROVIDE HEAT DETECTOR COMPATIBLE
WITH EXISTING FIRE ALARM SYSTEM.
PROVIDE INTERCONNECTION TO FIRE
ALARM SYSTEM. TYPICAL.

PROVIDE ELECTRICAL CONNECTION

TO EXHAUST FAN. PROVIDE LOCAL
DISCONNECT SWITCH WITH THERMAL
OVERLOAD PROTECTION.

REINSTALL EXISTING SALVAGED CEILING
MOUNTED SPEAKER. RECONNECT TO
EXISTING WIRING/CONDUIT. REROUTE/
MODIFY/EXTEND EXISTING WIRING/CONDUIT
AS REQUIRED FOR RECONNECTION. TYPICAL.

PROVIDE CEILING MOUNTED SPEAKER
COMPATIBLE WITH EXISTING PA SYSTEM.
PROVIDE ALL ASSOCIATED CABLING,
CONDUIT, COMPONENTS, ETC. REQUIRED
FOR CONNECTION TO PA SYSTEM.

PROVIDE ELECTRICAL CONNECTION

TO EXHAUST FAN. PROVIDE LOCAL
DISCONNECT SWITCH WITH THERMAL
OVERLOAD PROTECTION.

PROVIDE LUMINAIRE OF TYPE INDICATED.
REFER TO LUMINAIRE SCHEDULE. TYPICAL.

PROVIDE LUMINAIRE OF TYPE INDICATED.
REFER TO LUMINAIRE SCHEDULE. TYPICAL.
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ELECTRICAL NOTES:

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL WORK
INCLUDING TOOLS, MATERIAL, MANPOWER, ETC. REQUIRED FOR
COMPLETE AND PROPER INSTALLATION OF PROPOSED MATERIALS,
FIXTURES AND/OR EQUIPMENT.

2. DRAWINGS ARE DIAGRAMMATIC. CONTRACTOR SHALL VERIFY
ALL LOCATIONS, QUANTITIES AND DIMENSIONS OF PROPOSED
MATERIALS, FIXTURES AND/OR EQUIPMENT WITHIN AND AFFECTING
PROJECT SCOPE OF WORK.

3. ALL WORK SHALL BE PERFORMED IN A SAFE AND ORDERLY
MANNER WITH QUALIFIED AND LICENSED PERSONNEL IN
ACCORDANCE WITH STATE AND LOCAL GOVERNING AUTHORITIES
AND ALL APPLICABLE CODES AND STANDARDS. TYPICAL.

4. ROUTING OF ALL CONDUIT SHALL BE COORDINATED WITH EXISTING
CONDITIONS, STRUCTURAL FRAMING ELEMENTS AND ALL OTHER
PROJECT DISCIPLINES. TYPICAL

5. CONTRACTOR SHALL NOT DAMAGE ANY EXISTING EQUIPMENT,
PIPING, OR ASSOCIATED ACCESSORIES WHICH ARE TO REMAIN.

6. PROVIDE ALL REQUIRED PENETRATIONS. COORDINATE WITH EXISTING
STRUCTURAL ELEMENTS. FIRE STOP ALL PENETRATIONS. TYPICAL

7. INSTALL ALL EQUIPMENT AND ASSOCIATED ACCESSORIES PER
NEC AND MANUFACTURER’S REQUIREMENTS.

DRAWING TITLE:

PARTIAL FIRST AND
PARTIAL SECOND FLOOR
ELECTRICAL PLANS

AS NOTED FB | IAS |

APRIL 24, 2026 26009




PANELBOARD Class: Short Circuit Rating (Min.): 22 KAIC PANELBOARD Class: Short Circuit Rating (Min.): 22 KAIC
LP5A Type: SQUARE D QO LOAD CENTER Remark: LPS5B Type: SQUARE D QO LOAD CENTER Remark:
SERVICE 208Y/120 Volts 3 Phase 4 Wire S/E Label: NO SERVICE 208Y/120 Volts 3 Phase 4 Wire S/E Label: NO
PANELBOARD 100 AMPERE MAIN BUS (COPPER) Entrance: TOP,/BOTTOM PANELBOARD 100 AMPERE MAIN BUS (COPPER) Entrance: TOP,/BOTTOM
CONFIGURATION Trim: RECESSED Equipment Ground Bus: YES CONFIGURATION Trim: RECESSED Equipment Ground Bus: YES
MAIN Type: MLO Enclosure: NEMA 1 MAIN Type: MLO Enclosure: NEMA 1
Wire Size: MATCH EXISTING Wire Size: MATCH EXISTING
SRS Branch Protective Devices: (MOLDED CASE CIRCUIT BREAKERS) SRANTS Branch Protective Devices: (MOLDED CASE CIRCUIT BREAKERS)
Circ Circuit Designation KVA Pole Trip Frame Wire (min.) See Remark Circ Circuit Designation KVA Pole Trip Frame Wire (min.) See Remark
No Load Amps | Amps No Load Amps | Amps
1 EXISTING (UNKNOWN) - 1 20 100 MATCH EXISTING 1 EXISTING (KITCHEN RECEPT) - 1 20 100 MATCH EXISTING
2 EXISTING (KITCHEN CENTER) - 1 20 100 MATCH EXISTING 2 EXISTING (UNKNOWN) - 1 20 100 MATCH EXISTING
3 EXISTING (TOILET) - 1 20 100 MATCH EXISTING 3 EXISTING (EXIT LIGHTS) - 1 20 100 MATCH EXISTING
4 EXISTING (DORM LIGHTS) - 1 20 100 MATCH EXISTING 4 EXISTING (UNKNOWN) - 1 20 100 MATCH EXISTING
5 EXISTING (RECEPTION LTG/RECEPT - 1 20 100 MATCH EXISTING 5 EXISTING(LOCKER /HALL/MENS LTG) - 1 20 100 MATCH EXISTING
6 EXISTING (TV ROOM LIGHTS) - 1 20 100 MATCH EXISTING 6 EXISTING(IG RECEPT UPS RM CLST - 1 20 100 MATCH EXISTING
7 EXISTING (CHIEF" SEC OFFICE) - 1 20 100 MATCH EXISTING 7 EXISTING (SOUTH STAIRS) - 1 20 100 MATCH EXISTING
8 EXISTING (COMM ROOM) - 1 20 100 MATCH EXISTING 8 EXISTING (CONFERENCE ROOM LTG - 1 20 100 MATCH EXISTING
9 EXISTING (CAPTAIN'S OFF RECEPT) - 1 20 100 MATCH EXISTING 9 EXISTING (KITCHEN LTG) - 1 20 100 MATCH EXISTING
10 EXISTING (OFFICERS ROOM) - 1 20 100 MATCH EXISTING 10 EXISTING (COPY MACHINE) - 1 20 100 MATCH EXISTING
1 EXISTING (CAPTAIN'S AC RECEPT) - 1 20 100 MATCH EXISTING 1 EXISTING (MEETING ROOM LIGHTS) - 1 20 100 MATCH EXISTING
12 EXISTING (DORM LIGHTS) - 1 20 100 MATCH EXISTING 12 EXISTING (OFFICE RECEPT) - 1 20 100 MATCH EXISTING
13 EXISTING (LADIES ROOM) - 1 20 100 MATCH EXISTING 13 EXISTING (MEETING ROOM LIGHTS) - 1 20 100 MATCH EXISTING
14 EXISTING (MEETING ROOM LIGHTS) - 1 20 100 MATCH EXISTING 14 EXISTING (OFFICE LTG) - 1 20 100 MATCH EXISTING
15 EXISTING (LADIES ROOM) - 1 20 100 MATCH EXISTING 15 EXISTING (MEETING ROOM LIGHTS) - 1 20 100 MATCH EXISTING
16 EXISTING (SOUTH STAIRS) - 1 20 100 MATCH EXISTING 16 EXIST (OFFICE RECEPT/FM OFFICE) - 1 20 100 MATCH EXISTING
17 EXISTING (COMPUTER ROOM AC) - 2 20 100 MATCH EXISTING 17 EXISTING (OFFICE ROOM RECEPT) - 1 20 100 MATCH EXISTING
18 EXISTING (CONFERENCE ROOM) - 1 20 100 MATCH EXISTING 18 EXIST (UPS RM LTG/TV MTG RM) - 1 20 100 MATCH EXISTING
19 - - - - - - - - - - 19 EXISTING (COMM ROOM RECEPT) - 1 20 100 MATCH EXISTING
20 EXISTING (MEETING ROOM RECEPT) - 1 20 100 MATCH EXISTING 20 EXISTING(IG RECEPT UPS RM CLST - 1 20 100 MATCH EXISTING
21 EXISTING (ROOF GFCI) - 1 20 100 MATCH EXISTING 21 EXISTING (DORM RECEPT) - 1 20 100 MATCH EXISTING
22 EXISTING (COMPUTER ROOM AC) - 1 20 100 MATCH EXISTING 22 EXISTING(IG RECEPT UPS RM CLST - 1 20 100 MATCH EXISTING
23 EXIST(COMPUTER RM COND PUMP) - 1 20 100 MATCH EXISTING 23 EXISTING (MEETING ROOM FAN) - 1 20 100 MATCH EXISTING
24 EXISTING(COMPUTER RM AC COND) - 2 30 100 MATCH EXISTING 24 EXISTING (LTG) - 1 20 100 MATCH EXISTING
25 EXISTING (SMOKE SHUT DOWN) - 1 20 100 MATCH EXISTING 25 EXISTING (COMM ROOM RECEPT) - 1 20 100 MATCH EXISTING
26 - - - - - - - - - - 26 EXISTING (UNKNOWN) - 1 20 100 MATCH EXISTING
27 GFCI RECEPT - RESTROOM 1.50 1 20 100 3/4°C, 2-#12 AWG + #2 GND 27 EXISTING (UNKNOWN) - 1 - 100 - - -
28 EXISTING (COPY MACHINE) - 1 20 100 MATCH EXISTING 28 EXISTING(COMPUTER RM AC COND) - 2 70 100 MATCH EXISTING
29 GFClI RECEPT - RESTROOM 1.50 1 20 100 3/4°C, 2-#12 AWG + #2 GND 29 EXISTING (UNKNOWN) - 1 - 100 - - -
30 GFClI RECEPT - RESTROOM 1.50 1 20 100 3/4°C, 2-#12 AWG + #2 GND 30 - - - - - - - - - -
31 GFCI RECEPT - RESTROOM 1.50 1 20 100 3/4°C, 2-#12 AWG + #2 GND 31 PREPARED SPACE - 1 - 100 - - -
32 GFCI RECEPT - RESTROOM 1.50 1 20 100 3/4°C, 2-#12 AWG + #2 GND 32 PREPARED SPACE - 1 - 100 - - -
33 RECEPT - LOCKER AREA/JC 0.36 1 20 100 3/4°C, 2-#12 AWG + #12 GND 33 PREPARED SPACE - 1 - 100 - - -
34 LTG - RESTROOMS/LOCKERS/JC 0.60 1 20 100 3/4°C, 2-#12 AWG + #12 GND 34 PREPARED SPACE - 1 - 100 - - -
35 EF-3 - RESTROOMS/LOCKERS 0.23 1 15 100 3/4°C, 2-#12 AWG + #12 GND 35 PREPARED SPACE - 1 - 100 - - -
36 EF-2 - JANITOR CLOSET 0.04 1 15 100 3/4°C, 2-#12 AWG + #12 GND 36 PREPARED SPACE - 1 - 100 - - -
37 GFClI RECEPT - 1ST FL RESTROOM| 1.50 1 20 100 3/4°C, 2-#12 AWG + #12 GND 37 PREPARED SPACE - 1 - 100 - - -
38 LTG/EF-3 - 1ST FL RESTROOM 0.15 1 20 100 3/4°C, 2-#12 AWG + #2 GND 38 PREPARED SPACE - 1 - 100 - - -
39 PREPARED SPACE - 1 - 100 - - - 39 PREPARED SPACE - 1 - 100 - - -
40 PREPARED SPACE - 1 - 100 - - - 40 PREPARED SPACE - 1 - 100 - - -
41 PREPARED SPACE - 1 - 100 - - - 41 PREPARED SPACE - 1 - 100 - - -
42 PREPARED SPACE - 1 - 100 - - - 42 PREPARED SPACE - 1 - 100 - - -
TOTAL KVA: - TOTAL KVA: -
LTG. DESCRIPTIONS VOLTS | CATALOG NO./ MOUNTING LAMP (G.E.
CODE MANUFACTURER OR EQUAL)
R1’ 4" ROUND LED DOWNLIGHT. 2,500 NOMINAL LUMEN OUTPUT. | uNv EVO4 35/25 AR LS WD MVOLT GZ1 CEILING/ LED
80 CRI, 3500K COLOR TEMP. 0-10V DIMMING. WIDE BEAM. RECESSED
CLEAR SPECULAR REFLECTOR, WHITE FLANGE. FIVE YEAR
WARRANTY. UL LISTED WET LOCATIONS. GOTHAM
RIE TYPE 'R1” WITH 10W EMERGENCY BATTERY PACK AND UNV | EVO4 35/25 AR LS WD MVOLT GZ1 EL CEILING/ LED
INTEGRAL TEST SWITCH. RECESSED
GOTHAM
R2’ 4” ROUND LED SHOWER DOWNLIGHT. REGRESSED TEXTURED | uNv | EVO4SH 35/10 DFRAMF SOL MVOLT EZ1 CEILING/ LED
LENS WITH ANTI-MICROBIAL FINISH 1,000 NOMINAL LUMEN RECESSED
OUTPUT. 80 CRI, 3500K COLOR TEMP. 0-10V DIMMING.
WHITE REFLECTOR, WHITE FLANGE. FIVE YEAR WARRANTY.
UL LISTED WET LOCATIONS. GOTHAM
‘R3 2’x2" FLAT LENS VOLUMETRIC LED TROFFER. 3,425 NOMINAL | ynv FLT22-30WLED-U-35 CEILING/ LED
LUMEN OUTPUT. 80 CRI, 3500K COLOR TEMP. 0-10V RECESSED
DIMMING. FROSTED ACRYLIC LENS. WHITE FINISH. FIVE YEAR
WARRANTY. UL LISTED DAMP LOCATIONS. ILP
'R3E’ TYPE 'R3’ WITH 10W EMERGENCY BATTERY PACK AND UNV FLT22-30WLED-U-35-EM10 CEILING/ LED
INTEGRAL TEST SWITCH. RECESSED
ILP
R4’ 3FT PERIMETER LED RECESSED LUMINAIRE. HIGH EFFICIENCY UNV V2PERL-HLO-SW-80CRI-500LMF-30K-3FT-UNV- CEILING/ LED
OPTICS. 500 NOMINAL LUMEN OUTPUT PER FT. 80 CRI, DI-1C-XX-W RECESSED
3000K COLOR TEMP. 0-10V DIMMING. WHITE FINISH. GRID
MOUNTING. FIVE YEAR WARRANTY. UL LISTED DAMP LOC. LUMENWERX
‘RS’ 4” ROUND LED DOWNLIGHT. 1,000 NOMINAL LUMEN OUTPUT. EVO4 35/10 AR LS MD MVOLT GZ1 CEILING/ LED
80 CRI, 3500K COLOR TEMP. 0-10V DIMMING. MEDIUM BEAM. RECESSED
CLEAR SPECULAR REFLECTOR, WHITE FLANGE. FIVE YEAR
WARRANTY. UL LISTED WET LOCATIONS. GOTHAM
Ve LED EXIT SIGN. SINGLE FACE, UV STABLE WHITE HOUSING, | unv | cLxnrw UNIVERSAL | LED
RED LETTERING, POP-OUT CHEVRONS. 90 MINUTE MAINT.
FREE BATTERY. SELF-TEST/SELF-DIAGNOSTICS. FIVE YEAR
WARRANTY. UL LISTED. SIGNIFY CHLORIDE
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ELECTRICAL GENERAL NOTES

A
A.F.F.
AWG

CIR

FA
FAAP
FACP

HP
KAIC

KVA
KW
NEC
NEMA

uL
UTIL

VA

I

AMPERES

ABOVE FINISHED FLOOR

AMERICAN WIRE GAUGE

CONDUIT

CIRCUIT

EMERGENCY

FIRE ALARM

FIRE ALARM ANNUNCIATOR PANEL
FIRE ALARM CONTROL PANEL
GROUNDED

HORSEPOWER

INTERRUPTING CAPACITY (KILOAMPERE)
KILOVOLT-AMPERE

KILOWATT

NATIONAL ELECTRIC CODE

NATIONAL ELECTRICAL MANUFACTURERS ASS.
POLE

UNDERWRITER'S LABORATORY

UTILITY

VOLTS

VOLT-AMPERES

WATTS

WIRE SIZE IN AWG, OR MCM WHEN INDICATED

ELECTRICAL SYMBOL LIST

DUPLEX OR QUADRUPLEX RECEPTACLE
GFCl - GROUND FAULT CIRCUIT
INTERRUPTER
IG - ISOLATED GROUND
WP - WEATHERPROOF
L - LOCKABLE COVER

@ SPECIAL PURPOSE CONNECTION
$ SWITCH
(NONE) - SINGLE POLE
3 - THREE WAY
4 - FOUR WAY
D - DIMMER
TOL - THERMAL OVERLOAD PROTECTION
DEVICE
LV - LOW VOLTAGE
LVD - LOW VOLTAGE DIMMER
VS - VACANCY SENSOR
0S - OCCUPANCY SENSOR
h DISCONNECT SWITCH

— 1LP1

BRANCH CIRCUIT HOMERUN (ARROWS
INDICATE CIRCUIT NUMBERS)

FILL VOID BETWEEN FLOOR
AND PIPE WITH U.L. LISTED
FIRE STOPPING MATERIAL
COMPATIBLE WITH PIPE.

SCHEDULE 40 SLEEVE TYPICAL.
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ASSEMBLY RATING

INSTALLATION ASSEMBLY SHALL PROVIDE
AN APPROVED THROUGH-PENETRATION
THAT HAS BEEN LISTED IN ACCORDANCE
WITH ASTM E814

\

FLOOR

TYPICAL FLOOR CONDUIT PENETRATION
DETAIL (UL XHEX C—AJ—1008)

SCALE: N.T.S.

SCHEDULE 40 SLEEVE
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34.

SEE SPECIFICATIONS, DIVISION 26 ELECTRICAL.

PROVIDE A COMPLETE AND OPERATIONAL ELECTRICAL SYSTEM INCLUDING ALL
NECESSARY MATERIAL, LABOR AND EQUIPMENT.

ELECTRICAL PLANS AND DETAILS AND ONE LINE DIAGRAMS SHOW THE GENERAL
LOCATION AND ARRANGEMENT OF THE ELECTRICAL SYSTEM. THEY ARE
DIAGRAMMATIC AND DO NOT SHOW ALL CONDUIT BODIES, CONNECTORS, BENDS,
FITTINGS, HANGERS AND ADDITIONAL PULL AND JUNCTION BOXES.

PROVIDE MODIFICATIONS/ADDITIONS TO EXISTING FIRE ALARM.

ALL EQUIPMENT AND MATERIAL SHALL BE LABELED, LISTED AND INSTALLED IN
ACCORDANCE WITH THEIR LISTING.

THE CONTRACTOR SHALL OBTAIN ALL REQUIRED PERMITS AND ARRANGE FOR ALL
REQUIRED INSPECTIONS IN ACCORDANCE WITH STATE AND LOCAL GOVERNING
AUTHORITIES.

ALL WORK SHALL BE DONE WITH LICENSED WORKMEN IN ACCORDANCE WITH STATE
AND LOCAL GOVERNING AUTHORITIES.

THE DEFINITION OF ELECTRICAL TERMS USED SHALL BE AS DEFINED IN THE 2020
EDITION OF THE NATIONAL ELECTRICAL CODE (NEC) WITH CT AMENDMENTS.

THE TERM "INDICATED” SHALL MEAN "AS SHOWN ON CONTRACT DOCUMENTS
(SPECIFICATIONS, DRAWINGS AND RELATED ATTACHMENTS)".

THE TERM "PROVIDE” SHALL MEAN "TO FURNISH, INSTALL AND CONNECT
COMPLETELY".

THE TERM "SIZE” SHALL MEAN ONE OR MORE OF THE FOLLOWING: "LENGTH,
CURRENT AND VOLTAGE RATING, NUMBER OF POLES, NEMA SIZE AND OTHER
SIMILAR ELECTRICAL CHARACTERISTICS".

THE TERM "SPACE” ON PANELBOARD AND SWITCHBOARD SCHEDULES SHALL MEAN
"PROVIDE SPACE TO INSTALL THE NUMBER OF POLES AND SIZE OF THE
PROTECTIVE DEVICE INDICATED WITH ALL NECESSARY BUS AND FITTINGS TO
INSTALL THE DEVICE AT SOME FUTURE DATE"

ELECTRICAL PLANS AND DETAILS DO NOT SHOW ALL INTERFERENCES AND
CONDITIONS, VISIBLE AND/OR HIDDEN, THAT MAY EXIST; THUS REQUIRING THE
CONTRACTOR TO INSPECT AND SURVEY THE SPACE BEFORE PERFORMING THE
WORK.

COORDINATE ELECTRICAL WORK WITH OWNER.
COORDINATE ELECTRICAL WORK WITH OTHER DIVISIONS OF THIS PROJECT.

TURN OVER TO THE OWNER ALL MANUFACTURERS WARRANTIES FOR EQUIPMENT
AND MATERIAL PROVIDED.

UNLESS OTHERWISE INDICATED, ALL ELECTRICAL EQUIPMENT HAS BEEN BASED ON
SQUARE D PRODUCTS.

THE CONTRACTOR MAY SUBSTITUTE EQUIPMENT OF ANOTHER MANUFACTURER IF IT
IS OF EQUAL QUALITY AND RATING, SUBJECT TO OWNER'S AND ENGINEER'S REVIEW
AND ACCEPTANCE.

UNLESS OTHERWISE INDICATED, ALL ENCLOSURES FOR EQUIPMENT PROVIDED SHALL
BE NEMA TYPE 1.

UNLESS OTHERWISE INDICATED, ALL CONDUCTORS TO BE COPPER THHN/THWN-2.

UNLESS OTHERWISE INDICATED, ALL OUTLET AND SWITCH BOXES TO BE CAST IRON
WITH THREADED HUBS.

IN INTERIOR PROTECTED LOCATIONS, OUTLET AND SWITCH BOXES MAY BE STEEL.

UNLESS OTHERWISE INDICATED, PROVIDE HEAVY-DUTY GRADE, 20 AMPERE RATED
RECEPTACLES AND SWITCHES. WHITE FINISH. ALL PLATES IN FINISHED AREAS TO BE
BRUSHED STAINLESS STEEL. PLATES FOR SURFACE MOUNTED INTERIOR BOXES MAY
BE STAMPED STEEL. PLATES EXPOSED TO WEATHER OR WATER TO BE GASKETED,
WEATHERPROOF TYPE.

BEFORE SELECTING MATERIAL AND EQUIPMENT, AND PROCEEDING WITH WORK,
INSPECT AREAS WHERE MATERIAL AND EQUIPMENT ARE TO BE INSTALLED TO
INSURE SUITABILITY, AND CHECK NEEDED SPACE FOR PLACEMENT, CLEARANCES
AND INTERCONNECTIONS.

BEFORE CUTTING OR DRILLING INTO BUILDING ELEMENTS, INSPECT AND LAYOUT
WORK TO AVOID DAMAGING STRUCTURAL ELEMENTS AND BUILDING UTILITIES.

ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE NATIONAL ELECTRIC CODE
(NEC) ANSI/NFPA 70, CURRENT ADOPTED EDITION WITH STATE OF CT AMENDMENTS.

THE MEASUREMENT FROM ABOVE FINISHED FLOOR (AFF) SHALL BE TAKEN FROM
THE FINISHED FLOOR SURFACE TO THE TOP OF WALL RECEPTACLES AND SWITCH
BOXES, TO THE CENTER LINE OF WALL LIGHTING OUTLET BOXES, TO THE TOP OF
WALL MOUNTED EQUIPMENT ENCLOSURES, TO THE CENTER LINE OF THE TOP MOST
SWITCH HANDLE, OR TO THE LOWEST SURFACE OF CEILING LIGHTING FIXTURES
OTHER CEILING MOUNTED EQUIPMENT.

UNLESS OTHERWISE INDICATED, ALL CONDUCTORS ARE NO. 12 AWG.

CONDUIT SIZE FOR INDICATED CONDUCTORS SHALL BE BASED ON CHAPTER 9 THE
NEC.

THE CONTRACTOR MAY GROUP BRANCH CIRCUIT HOME RUN CONDUCTORS IN A
SINGLE RACEWAY IN ACCORDANCE WITH THE NEC.

ALL BLANK COVER PLATES TO BE STAINLESS STEEL.

PROVIDE ELECTRICAL WIRING AND CONDUIT TO ALL MECHANICAL EQUIPMENT AND
SYSTEMS.

ALL MANUFACTURER'S WARRANTEES FOR EQUIPMENT AND MATERIALS PROVIDED TO
BE TURNED OVER TO THE OWNER.

ALL SHUTDOWNS SHALL BE SCHEDULED A MINIMUM OF 72 HOURS IN ADVANCE WTH
OWNER.
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FILL VOID BETWEEN WALL AND PIPE
WITH U.L. LISTED FIRE STOPPING
MATERIAL COMPATIBLE WITH PIPE.
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ASSEMBLY RATING

INSTALLATION ASSEMBLY SHALL PROVIDE
AN APPROVED THROUGH-PENETRATION
THAT HAS BEEN LISTED IN ACCORDANCE
WITH ASTM E814

TYPICAL WALL CONDUIT PENETRATION
DETAIL, 9UL XHEX C—AJ—1008)

SCALE: N.T.S.
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FIRE STATION [ TOILET ROOM RENOVATIONS
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